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Carbtech®

Stair Nosing

C O M P L I E S   W I T H AS 4586 (slip resistance) · AS 1428.1 (luminance contrast)

P R O D U C T P R O F I L E  &  D I M E N S I O N S  ( M M )

P5
Wet pendulum slip (AS 4586)

30%
Luminance contrast requirement (AS

1428.1)

10 yr
Product warranty

Silicon carbide
Anti-slip surface

S P E C I F I C A T I O N

Material Silicon carbide with metal backing

Profile 75 x 10mm

Slip resistance P5

30%

Substrates Stone | Ceramic | Concrete | Masonry |
Timber | Vinyl | Checker Plate |
Expanded Mesh

Warranty 10 years

F I N I S H E S  &  L U M I N A N C E  ( L R V )

FINISH CODE DRY WET

Black 252311 4.94 3.94

Grey 252313 41.44 39.62

White 252314 58.22 56.72

Yellow 252318 48.44 47.78

S P E C I F Y  I T

Conforms to AS 4586 (slip resistance) · AS 1428.1 (luminance contrast)  ·  TDS-SN-CARBTECH_75X10MM
Independently slip-tested to AS 4586 by ATTAR — NATA-accredited laboratory (Accreditation No. 2735) · Report 8746.3.
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 75 x 10mm
Carbtech® is a silicon carbide surface on a metal backing, supplied ready to install as a complete stair nosing. It fixes
directly to the stair or step edge by adhesive, mechanical or combination fixing, and to open mesh by saddle clip; it
may also be set into a rebate where a flush finish is required. The surface achieves a P5 slip resistance classification
to AS 4586, the highest pendulum classification, with luminance contrast to AS 1428.1

Luminance contrast
requirement

Fixing Adhesive, mechanical or saddle clip
Optional rebate 52 x 3mm

Specify: Korb Carbtech Stair Nosing 75 x 10mm; silicon carbide on metal backing; slip resistance P5 to AS 4586; luminance contrast ≥30% to AS
1428.1; adhesive, mechanical or saddle-clip fixed, or rebate-set 52 x 3mm; to manufacturer's instructions. No substitution without written approval
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