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Venturi® Aluminium
Surface Mounted (L)

The Venturi Aluminium Surface Mounted (L) stair nosing is a single-piece anodised aluminium carrier fitted with a
polymer, silicon carbide, or anodised aluminium insert. It surface-fixes directly to the stair or floor edge and needs no
rebate, making it the choice for retrofit or anywhere a rebate cannot be cut. Slip resistance to AS 4586 is P5 for
corrugated inserts and P4 for striped inserts, with rebated and flush profiles also available across Silver, Black, Brass,
Heritage and Champagne anodised finishes

C O M P L I E S   W I T H AS 4586 (slip resistance) · AS 1428.1 (luminance contrast)

P R O D U C T P R O F I L E  &  D I M E N S I O N S  ( M M )

P5
Wet pendulum slip (AS 4586)

30%
Luminance contrast requirement (AS

1428.1)

5 yr
Product warranty

Aluminium
Anodised carrier

S P E C I F I C A T I O N

Material Anodised aluminium carrier with high
performance polymer, silicon carbide
or anodised aluminium insert

Profile Surface mounted (L)

Overall width x height 75mm x 25mm

Insert width 50mm

Carrier thickness 5mm

Slip resistance P5 (corrugated insert) / P4 (striped
insert)

requirement
30%

Substrates Stone | Ceramic | Concrete | Masonry |
Timber | Vinyl

Warranty 5 years

S P E C I F Y  I T

Specify: Korb Venturi Aluminium Surface Mounted (L) stair nosing; anodised
aluminium carrier with selected insert; slip resistance to AS 4586 (P5
corrugated / P4 striped); luminance contrast ≥30% to AS 1428.1; fixed to
manufacturer's instructions. No substitution without written approval
Independently slip-tested to AS 4586 by ATTAR — NATA-
accredited laboratory (Accreditation No. 2735) · Report 9457.2 /
9457.5.

F I N I S H E S  &  L U M I N A N C E  ( L R V )

CARRIER SILVER CORR. BLACK CORR. CHAMPAGNE CORR. HERITAGE CORR. SILVER STRP. BLACK STRP. CHAMPAGNE STRP. HERITAGE STRP.

SILVER 221511C 221512C 221514C 221515C 221511S 221512S 221514S 221515S

BLACK 221521C 221522C 221524C 221525C 221521S 221522S 221524S 221525S

CHAMPAGNE 221541C 221542C 221544C 221545C 221541S 221542S 221544S 221545S

HERITAGE 221551C 221552C 221554C 221555C 221551S 221552S 221554S 221555S

Luminance LRV dry/wet — Silver Corr. 40.19/39.43  ·  Black Corr. 2.22/2.22  ·  Champagne Corr. 12.26/11.75  ·  Heritage Corr. 4.60/4.13  ·  Silver Strp. 50.38/48.73  ·  Black Strp. 3.33/3.31  · 
Champagne Strp. 15.9/15.3  ·  Heritage Strp. 6.70/6.00

Slip resistance (AS 4586): P5 / P4 · per insert type

Carrier codes by insert: Silver carrier 221511–221515 · Black carrier 221521–221525 · Champagne carrier 221541–221545 · Heritage carrier 221551–221555 (suffix C = corrugated, S = striped) ·
Custom colours available on request.
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