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Venturi® Brass
Surface Mounted

C O M P L I E S   W I T H AS 4586 (slip resistance) · AS 1428.1 (luminance contrast)

P R O D U C T P R O F I L E  &  D I M E N S I O N S  ( M M )

P5
Wet pendulum slip (AS 4586)

30%
Luminance contrast (AS 1428.1)

5 yr
Product warranty

Brass
Architectural grade carrier

S P E C I F I C A T I O N

Material Architectural grade brass carrier with
brass, silicon carbide, or polymer insert

Profile Surface mounted, 75 mm wide x 10 mm
high, 5 mm leading edge

Slip resistance

requirement
30%

Substrates Stone | Ceramic | Concrete | Masonry |
Timber | Vinyl

Warranty 5 years

F I N I S H E S  &  L U M I N A N C E  ( L R V )

INSERT OPTION CARRIER CODE DRY WET SLIP

Brass Corrugated Brass 220101C 57.99 58.74 P5

Brass Striped Brass 220101S 62.31 63.17 P4

Custom colours available on request.

S P E C I F Y  I T

Specify: Korb Venturi Brass Surface Mounted; architectural grade brass carrier with selected insert; slip resistance to AS 4586; luminance
contrast 30% to AS 1428.1; fixed to manufacturer's instructions. No substitution without written approval

Conforms to AS 4586 (slip resistance) · AS 1428.1 (luminance contrast)  ·  TDS-SN-VENTURI_BRASS_SURFACE_MOUNTED
Independently slip-tested to AS 4586 by ATTAR — NATA-accredited laboratory (Accreditation No. 2735) · Report 9457.2 / 9457.5.
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Luminance contrast

The Venturi Brass Surface Mounted stair nosing is constructed from an architectural grade brass carrier and accepts
brass, silicon carbide, or polymer inserts. It fixes directly to the stair edge and requires no rebate, making it suited to
retrofit work or anywhere a rebate cannot be cut. Tested to AS 4586, it achieves a P5 slip rating (Corrugated) or P4
(Striped), suiting stone, ceramic, concrete, masonry, timber and vinyl substrates in commercial and high-traffic
settings.

P5 (corrugated) / P4 (striped)
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