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Korb Stair Nosing

All sizes in this publication are in millimetres unless 

stated otherwise.

Detail in this document has been derived from 

authoritative sources and was considered correct at 

the time of publication.

Information provided in this publication is not exhaustive 

and it should only be used for guidance. Individual 

circumstances, and/or site conditions must also be 

considered.

�¾�â�å�Õ�Þ�æ���å�Ô�á�Ú�Ø�æ���Ô�á�×���ã�å�â�×�è�Ö�ç���æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á�æ���Ô�å�Ø���æ�è�Õ�Ý�Ø�Ö�ç��

to change. Product availability and suitability should 

�Õ�Ø���Ö�â�á���å�à�Ø�×���ã�å�Ü�â�å���ç�â���Ö�â�à�à�Ü�ç�ç�Ü�á�Ú���ç�â���ç�Û�Ø���è�æ�Ø���â�Ù���Ô�á�ì���â�Ù��

these solutions.

�¶�Â�Ã�Ì�Å�¼�º�»�Ç���û���¥�£�¥�§ 

This work is copyright. Apart from any use permitted 

under the Copyright Act 1968, no part may be 

reproduced by any process, nor may any other 

exclusive right be exercised, without the permission of 

Korb,  17 Anderson St, Thornbury VIC 3071.

Location | Hotel  Esplanade, St Kilda 
Architect | �Ç�Ø�Ö�Û�á�c���´�å�Ö�Û�Ü�ç�Ø�Ö�ç�è�å�Ø���ž���¼�á�ç�Ø�å�Ü�â�å���·�Ø�æ�Ü�Ú�á 
Builder | Schiavello Construction
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Founded in 2009, Korb has obtained a reputation as the leader in 

innovation and product quality throughout Australia.

At Korb, our commitment to client satisfaction and product 

performance is the cornerstone of our mission to create more 

equitable and safer environments. We recognise the importance of 

effective commercial and public access and its role in enhancing 

the quality of life within our communities. We strive for a harmonious 

balance between design, manufacturing, distribution, and installation, 

focusing on ensuring regulatory compliance while accommodating 

individual client preferences.

�Â�è�å���ã�å�â�×�è�Ö�ç���å�Ô�á�Ú�Ø���Ü�á�Ö�ß�è�×�Ø�æ���¸�á�ç�å�Ô�á�Ö�Ø���¹�ß�â�â�å�Ü�á�Ú�Ÿ���Ç�Ô�Ö�ç�Ü�ß�Ø���º�å�â�è�á�×���Æ�è�å�Ù�Ô�Ö�Ø��

Indicators (TGSIs), and Stair Nosing. We support our clients throughout 

�Ô�ß�ß���ã�å�â�Ý�Ø�Ö�ç���ã�Û�Ô�æ�Ø�æ�­���Ù�å�â�à���æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á�Ÿ���ê�Ü�ç�Û���×�Ø�ç�Ô�Ü�ß�Ø�×���¿�è�à�Ü�á�Ô�á�Ö�Ø��

�¶�â�á�ç�å�Ô�æ�ç���Ç�Ø�æ�ç�Ü�á�Ú���Ö�â�á�æ�è�ß�ç�Ô�á�Ö�ì�Ÿ���ç�â���ã�å�â�Ý�Ø�Ö�ç���×�Ø�ß�Ü�é�Ø�å�ì���Ô�á�×���Ö�â�à�ã�ß�Ü�Ô�á�Ö�Ø��

reporting.

Korb specialises in high volume work during critical operational 

periods, providing services across all sectors. We cater to private, 

�æ�ç�Ô�ç�Ø�Ÿ���Ô�á�×���Ú�â�é�Ø�å�á�à�Ø�á�ç� �Ù�è�á�×�Ø�×���ã�å�â�Ý�Ø�Ö�ç�æ���â�Ù���Ô�ß�ß���ç�Ü�Ø�å�æ�Ÿ���Ü�á�Ö�ß�è�×�Ü�á�Ú��

�Ö�â�à�à�Ø�å�Ö�Ü�Ô�ß�Ÿ���Ö�Ü�é�Ü�ß�Ÿ���Ü�á�Ù�å�Ô�æ�ç�å�è�Ö�ç�è�å�Ø�Ÿ���ç�å�Ô�á�æ�ã�â�å�ç�Ÿ���Ô�á�×���à�Ô�Ü�á�ç�Ø�á�Ô�á�Ö�Ø�¡���Â�è�å��

team, composed of skilled and experienced installers, is renowned 

for their quality workmanship and particular expertise in accessibility 

requirements and the rail industry.

�Â�è�å���ç�Ø�Ô�à���â�Ù���×�å�Ô�Ù�ç�æ�ã�Ø�â�ã�ß�Ø�Ÿ���Ø�æ�ç�Ü�à�Ô�ç�â�å�æ�Ÿ���Ô�á�×���Ô�Ö�Ö�Ø�æ�æ���Ö�â�á�æ�è�ß�ç�Ô�á�ç�æ���Ü�æ��

equipped to address all your needs. Korb provides a consultative 

approach, offering technical advice, Building Information Modeling 

(BIM), custom product design, CPD programmes (formally 

recognised), and a suite of compliant products, providing a supportive 

role to all architects and designers.

1.0
About Korb

Location | Victorian Pride Centre 
Architect | Grant Amon Architects (GAA),                            
      Brearley Architects and Urbanists (BAU) 
Builder | Hansen Yuncken

At Korb, we collaborate with you to craft 

modern design solutions that are inclusive 

and meet everyone’s needs. We approach 

this with careful consideration, ensuring 

that our use of appropriate products 

allows us to create harmonious spaces 

�ê�Ü�ç�Û�â�è�ç���æ�Ô�Ö�å�Ü���Ö�Ü�á�Ú���Ô�Ø�æ�ç�Û�Ø�ç�Ü�Ö���Ô�ã�ã�Ø�Ô�ß�¡���Ê�Ø��

recognise the uniqueness of every client’s 

needs and are committed to designing 

tailored solutions that maintain regulatory 

compliance. 

Working with you

�Â�è�å���Ö�â�à�ã�å�Ø�Û�Ø�á�æ�Ü�é�Ø���æ�Ø�å�é�Ü�Ö�Ø���Ø�á�Ö�â�à�ã�Ô�æ�æ�Ø�æ��

design, manufacturing, and installation, 

guaranteeing that our solutions always 

align perfectly with the prescribed scope 

of work.

We are dedicated to helping our clients 

realise their future vision. As a testament 

to this commitment, we continue to invest 

�Ü�á���Ü�á�á�â�é�Ô�ç�Ü�é�Ø���ã�å�â�×�è�Ö�ç�æ�¡���Â�è�å���Ô�Ü�à���Ü�æ���ç�â���Õ�Ø��

recognised as industry leaders in client 

satisfaction and product performance, 

while contributing to a better and safer 

environment.
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Stair Nosing

 

Stair nosing is an essential feature of every stairway. Traditionally, its purpose has 

been to provide traction and help prevent accidents caused by slipping or tripping. 

In commercial facilities and public access areas, there is also both a legal and moral 

responsibility to ensure stairs are accessible to everyone, including people with vision 

impairment. To support this, stair nosing must provide clear visual cues through 

adequate luminance contrast, as well as a slip-resistant surface, helping guide safe and 

�Ö�â�á���×�Ø�á�ç���è�æ�Ø���â�Ù���æ�ç�Ô�Ü�å�ê�Ô�ì�æ�¡

Blind and 

vision impaired 

population 

�ã�å�â�Ý�Ø�Ö�ç�Ø�×���ç�â��

rise 53%*

The appropriate provision of stair nosing can only occur 

through considered design, based on the application 

of the required regulations. These requirements include 

�Ö�â�á���Ú�è�å�Ô�ç�Ü�â�á�Ÿ���æ�ß�Ü�ã���å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø�Ÿ���Ô�á�×���ß�è�à�Ü�á�Ô�á�Ö�Ø���Ö�â�á�ç�å�Ô�æ�ç��

�æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á�æ�¡���¶�â�à�ã�ß�Ü�Ô�á�Ö�Ø���×�â�Ö�è�à�Ø�á�ç�Ô�ç�Ü�â�á���ç�Û�Ô�ç���à�è�æ�ç���Õ�Ø��

�Ù�â�ß�ß�â�ê�Ø�×���Ü�á�Ö�ß�è�×�Ø�æ�­

 � National Construction Code (NCC) 2022 – Building 

Code of Australia (BCA), Volumes 1 & 2 (Amendment 

2)

 � SA HB 198:2014 Australian Standards Handbook: Guide 

�ç�â���ç�Û�Ø���Æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á���Ô�á�×���Ç�Ø�æ�ç�Ü�á�Ú���â�Ù���Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���â�Ù��

Pedestrian Surfaces

 � AS 1428.1:2021 Design for Access and Mobility, General 

requirements for access - New building work  

 � �´�Æ���§�¨�«�©�­�¥�£�¤�¦���Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���Ö�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á���â�Ù���Á�Ø�ê��

Pedestrian Surface Materials

�Ç�â���Ô�Ö�Û�Ü�Ø�é�Ø���Ö�â�à�ã�ß�Ü�Ô�á�Ö�Ø���ê�Ü�ç�Û���´�Æ���¤�§�¥�«�¡�¤�­�¥�£�¥�¤�Ÿ���Æ�Ø�Ö�ç�Ü�â�á���«��

�Æ�ç�Ô�Ü�å�ê�Ô�ì�æ���«�¡�¤���Æ�ç�Ô�Ü�å���¶�â�á�æ�ç�å�è�Ö�ç�Ü�â�á���™���Á�¶�¶���¥�£�¥�¥���É�â�ß�è�à�Ø���Â�á�Ø�Ÿ��

Access & Egress D3D14 Goings & Risers; stairways must 

�Ü�á�Ö�ß�è�×�Ø���ç�Û�Ø���Ù�â�ß�ß�â�ê�Ü�á�Ú�­

 � �Æ�ç�Ô�Ü�å���á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø�æ���æ�Û�Ô�ß�ß�� 

��� ���»�Ô�é�Ø���Ô���æ�Û�Ô�å�ã���Ü�á�ç�Ø�å�æ�Ø�Ö�ç�Ü�â�á 

 - Be rounded up to 5mm radius; or 

 - Be chamfered up  to 5mm x 5mm

 � At the nosing, each tread shall have a strip  (not 

multistripe) not less than 50mm and not more than 

75mm deep extending across the full width of the 

path of travel. The single strip shall be of continuous  

�Ö�â�ß�â�è�å�¡���Æ�Ø�Ø�����Ú�è�å�Ø���§�¡

 � The strip may be set back a maximum of 15mm from 

the front of the nosing. 

 � The strip shall have a minimum luminance contrast of 

30% to the background.  

 � �Ê�Û�Ø�å�Ø���ç�Û�Ø���ß�è�à�Ü�á�â�è�æ���Ö�â�á�ç�å�Ô�æ�ç�Ü�á�Ú���æ�ç�å�Ü�ã���Ü�æ���Ô�Ù���ë�Ø�×���ç�â���ç�Û�Ø��

Stair Nosing Requirements

2.0
Stair
Nosing

Compliance

2.1
Stair Nosing

Location |  Warrnambool Learning & Library Centre 
Architect | Kosloff Architecture 
Builder | Nicholson Construction

Down-turn

Max 
setback 
15mm

Contrasting colour 
strip 50-75mm

Max 
10mm

Contrasting 
colour 50-75mm

Note   If stair nosing has setback 

contrasting strip, down-turn must 

be opaque as per riser. No max 

�×�Ü�æ�ç�Ô�á�Ö�Ø���Ù�â�å���×�â�ê�á�ç�è�å�á���Ü�æ���æ�ã�Ø�Ö�Ü���Ø�×��

provided it is not part of the 

contrasting colour.

Note   If stair nosing is one 

contrasting colour, down-turn must 

be no more than 10mm.

surface of the tread, any change in level shall be in accordance with 

Figure 3.

 � Where the luminance contrasting strip is not set back from the front 

of the nosing then any area of luminance contrast shall not extend 

�×�â�ê�á���ç�Û�Ø���å�Ü�æ�Ø�å���à�â�å�Ø���ç�Û�Ô�á���¤�£�à�à�¡���Æ�Ø�Ø�����Ú�è�å�Ø���¥���™���§�¡

 � �´���á�â�æ�Ü�á�Ú���æ�ç�å�Ü�ã���ê�Ü�ç�Û���Ô���æ�ß�Ü�ã� �å�Ø�æ�Ü�æ�ç�Ô�á�ç���Ö�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á���á�â�ç���ß�Ø�æ�æ���ç�Û�Ô�á���ß�Ü�æ�ç�Ø�×���Ü�á��

Figure 1 Figure 2

Vertical

Figure 3 Tolerances for Abutment Surfaces

Figure 4 �Ç�ì�ã�Ü�Ö�Ô�ß���æ�ç�Ô�Ü�å���á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø���ê�Ü�ç�Û���Ø�ë�ã�â�æ�Ø�×���á�â�æ�Ü�á�Ú���æ�ç�å�Ü�ã

Bevelled  
(or Rounded @ R5)Advisory Note (Effective 31 July 2025)

From 31 July 2025, amendments to the Disability (Access to Premises – Buildings) 

Standards 2010 and NCC 2022 (Amendment 2) take effect. Designers and 

�æ�ã�Ø�Ö�Ü���Ø�å�æ���à�è�æ�ç���á�â�ê���å�Ø�Ù�Ø�å�Ø�á�Ö�Ø���Á�¶�¶���¥�£�¥�¥���›�´�à�×�ç���¥�œ�Ÿ���´�Æ���¤�§�¥�«�¡�¤�­�¥�£�¥�¤�Ÿ���Ô�á�×���´�Æ���§�¨�«�©�­�¥�£�¤�¦��

when documenting and installing stair nosing.

�¾�Ø�ì���Ã�â�Ü�á�ç�æ���×�Ü�å�Ø�Ö�ç�ß�ì���å�Ø�ß�Ô�ç�Ü�á�Ú���ç�â���Á�â�æ�Ü�á�Ú�­��

 � �¿�è�à�Ü�á�Ô�á�Ö�Ø���¶�â�á�ç�å�Ô�æ�ç���™���Ç�è�å�á�×�â�ê�á�æ�­���¸�ë�ã�â�æ�Ø�×���ç�è�å�á�×�â�ê�á�æ���â�é�Ø�å���¤�£���à�à���Ô�å�Ø���á�â�ê��

permitted, provided the inlaid strip achieves 30% contrast against both the 

tread and the turndown of the carrier nosing.

 � �À�è�ß�ç�Ü�æ�ç�å�Ü�ã�Ø���Á�â�æ�Ü�á�Ú�æ�­���¸�ë�ã�ß�Ü�Ö�Ü�ç�ß�ì���Ø�ë�Ö�ß�è�×�Ø�×���Ü���â�á�ß�ì���æ�Ü�á�Ú�ß�Ø���Ö�â�á�ç�Ü�á�è�â�è�æ���æ�ç�å�Ü�ã�æ���Ô�å�Ø��

permitted.
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�Ç�Û�Ø���Á�¶�¶���Ã�Ø�å�Ù�â�å�à�Ô�á�Ö�Ø���Å�Ø�ä�è�Ü�å�Ø�à�Ø�á�ç�æ���·�¤�Ã�¥���›�É�â�ß�è�à�Ø���Â�á�Ø�œ��

�Ô�á�×���»�¨�Ã�¤���›�É�â�ß�è�à�Ø���Ç�ê�â�œ���Ú�Ø�á�Ø�å�Ô�ß�ß�ì���æ�ç�Ô�ç�Ø�­

So that people can move safely to and within a building, 

any stairways and ramps must be provided with  

�æ�ß�Ü�ã� �å�Ø�æ�Ü�æ�ç�Ô�á�ç���ê�Ô�ß�Þ�Ü�á�Ú���æ�è�å�Ù�Ô�Ö�Ø�æ���â�á�­

 � ramps; and

 � stairway treads or near the edge of the nosing.

�¹�â�å���æ�ß�Ü�ã���å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø�Ÿ���Ç�Ô�Õ�ß�Ø���·�¦�·�¤�¨�­���Ô�å�Ø���ç�Û�Ø���à�Ô�á�×�Ô�ç�â�å�ì��

requirements within the NCC. 

The Deemed to Satisfy (DtS) provisions in NCC 2022 Table 

�·�¦�·�¤�¨�­���å�Ø�ä�è�Ü�å�Ø�æ���æ�ç�Ô�Ü�å�ê�Ô�ì���ç�å�Ø�Ô�×�æ�Ÿ���Ô�á�×���ß�Ô�á�×�Ü�á�Ú���Ø�×�Ú�Ø�æ���ß�Ø�Ô�×�Ü�á�Ú��

�ç�â���Ô�����Ü�Ú�Û�ç���Õ�Ø�ß�â�ê�Ÿ���ç�â���Û�Ô�é�Ø���Ô���æ�è�Ü�ç�Ô�Õ�ß�Ø���æ�ß�Ü�ã� �å�Ø�æ�Ü�æ�ç�Ô�á�ç���æ�è�å�Ù�Ô�Ö�Ø���â�å��

�Ô���á�â�æ�Ü�á�Ú���æ�ç�å�Ü�ã���ê�Ü�ç�Û���Ô���æ�ß�Ü�ã���å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���Ö�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á���á�â�ç���ß�Ø�æ�æ��

�ç�Û�Ô�á���ç�Û�Ô�ç���ß�Ü�æ�ç�Ø�×���Ü�á���ç�Û�Ø���ç�Ô�Õ�ß�Ø���Õ�Ø�ß�â�ê�­

Most people who are blind or vision impaired retain some 

�ß�Ø�é�Ø�ß���â�Ù���é�Ü�æ�Ü�â�á�¡���Ã�å�â�é�Ü�×�Ü�á�Ú���æ�è�Ù���Ö�Ü�Ø�á�ç���ß�è�à�Ü�á�Ô�á�Ö�Ø���Ö�â�á�ç�å�Ô�æ�ç���Ü�æ��

therefore essential to support safe access and mobility.

�·�Ø���á�Ü�ç�Ü�â�á��

�´�Æ���¤�§�¥�«�¡�¤���×�Ø���á�Ø�æ���ß�è�à�Ü�á�Ô�á�Ö�Ø���Ö�â�á�ç�å�Ô�æ�ç���Ô�æ�­��

�à�Ç�Û�Ø���ß�Ü�Ú�Û�ç���å�Ø���Ø�Ö�ç�Ø�×���Ù�å�â�à���â�á�Ø���æ�è�å�Ù�Ô�Ö�Ø���â�å���Ö�â�à�ã�â�á�Ø�á�ç�Ÿ��

�Ö�â�à�ã�Ô�å�Ø�×���ç�â���ç�Û�Ø���ß�Ü�Ú�Û�ç���å�Ø���Ø�Ö�ç�Ø�×���Ù�å�â�à���Ô�á�â�ç�Û�Ø�å���æ�è�å�Ù�Ô�Ö�Ø���â�å��

�Ö�â�à�ã�â�á�Ø�á�ç�¡�á

Application

 � �¿�Ü�Ú�Û�ç���Å�Ø���Ø�Ö�ç�Ô�á�Ö�Ø���É�Ô�ß�è�Ø���›�¿�Å�É�œ���×�Ô�ç�Ô���Ü�æ���æ�è�ã�ã�ß�Ü�Ø�×���Ù�â�å���Ø�Ô�Ö�Û��

�ã�å�â�×�è�Ö�ç���Ü�á���ç�Û�Ü�æ���Õ�å�â�Ö�Û�è�å�Ø���ç�â���Ú�è�Ü�×�Ø���æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á�¡

 � �Â�á� �æ�Ü�ç�Ø���ç�Ø�æ�ç�Ü�á�Ú���Ö�Ô�á���Õ�Ø���Ö�Ô�å�å�Ü�Ø�×���â�è�ç���ç�â���×�Ø�ç�Ø�å�à�Ü�á�Ø���ç�Û�Ø��

comparative LRV between the substrate and the 

selected stair nosing strip. This should be undertaken 

prior to installation to ensure compliance and avoid 

contrast issues.

 � A detailed luminance contrast report and advisory 

service are available on request.

Updated Requirements (AS 1428.1:2021)

 � A minimum 30% luminance contrast must be 

maintained.

 � Where an exposed turndown exceeds 10 mm, the inlaid 

strip must achieve 30% contrast against both the 

tread and the vertical turndown of the carrier nosing.

 � These provisions support practical installation on 

various substrates (e.g., vinyl, carpet tiles, or tiles) 

while maintaining compliance.

NCC 2022 Table D3D15

Dry 

Surface 

Conditions

Wet 

Surface 

Conditions

Tread or landing surface P3 or R10 P4 or R11

Nosing or landing edge strip P3 P4

AS/NZS 4586 - 2004 AS 4586 - 2013

V P5

W P4

X P3

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á�æ��� ���Ç�Ô�Õ�ß�Ø���Ø�ë�ç�å�Ô�Ö�ç���Ù�å�â�à���Æ�´���»�µ����

�¤�¬�«�­�¥�£�¤�§���Ç�Ô�Õ�ß�Ø���¦�´���™���Á�¶�¶���¥�£�¥�¥���Ç�Ô�Õ�ß�Ø���·�¦�·�¤�¨

�Ç�å�Ô�á�æ�Ü�ç�Ü�â�á�Ô�ß���Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á�æ��� ���Ç�Ô�Õ�ß�Ø���Ø�ë�ç�å�Ô�Ö�ç��

�Ù�å�â�à���´�µ�¶�µ���´�×�é�Ü�æ�â�å�ì��

Luminance Contrast Slip Resistance

2.2
Stair Nosing

2.3
Stair Nosing

With regards to determining the appropriate surface condition 

(as expected at the time of construction), a wet surface 

�Ü�á�Ö�ß�è�×�Ø�æ���Ô���æ�è�å�Ù�Ô�Ö�Ø���ç�Û�Ô�ç�­

 � Is exposed to weather, such as an external stairway; or  

 � �Â�á���â�Ö�Ö�Ô�æ�Ü�â�á�æ�Ÿ���Õ�Ø�Ö�â�à�Ø�æ���ê�Ø�ç���æ�è�Ö�Û���Ô�æ���Ü�á���Ô�á���Ø�á�ç�å�ì���ß�â�Õ�Õ�ì�¡����

Likewise, a dry surface is one that is not normally wet, or likely 

to be made wet, other than by an accidental spill or general 

cleaning.

The wet pendulum test (P-Test) has been conducted across 

the entire Korb stair nosing range, with all products meeting or 

exceeding the highest slip resistance requirements for safety 

and compliance.

Transition to AS 4586 – 2013 from AS/NZS 4586 - 2004

Note   Test reports based on 2004 edition of AS/NZS 4586 and 

issued prior to 1st of May 2014 remain valid for the purpose of 

achieving compliance with BCA 2014. Transitional slip-resistant 

�Ö�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á���Ø�ä�è�Ü�é�Ô�ß�Ø�á�ç�æ���Ô�å�Ø���×�Ø�ç�Ô�Ü�ß�Ø�×���Õ�Ø�ß�â�ê�®

�Ç�Û�Ø���ç�Ô�Õ�ß�Ø���æ�Ø�ç�æ���â�è�ç���ç�Û�Ø���à�Ü�á�Ü�à�è�à���Ö�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á��

requirements for slip resistance testing of new pedestrian 

surfaces.

 � Wet Pendulum Test (P-class, P0–P5):  Applicable to 

all new pedestrian surfaces, including stair nosings. 

This test may be conducted either in-situ or in a 

laboratory. 

 �  Oil-Wet Inclining Platform Test (R-class, R9–R13): 

Applicable to ramps, stairway treads and landings. 

This is a laboratory-based test and is not required for 

stair nosings.   

Note  For stair nosing, compliance is demonstrated by 

meeting the wet pendulum (P-class) requirements only

Figure 5  Recent revision to  luminance contrast requirements

Calculation Method

�¶�ß�Ô�è�æ�Ø���µ�¡�§���·�Ø�ç�Ø�å�à�Ü�á�Ô�ç�Ü�â�á���â�Ù���¿�è�à�Ü�á�Ô�á�Ö�Ø���¶�â�á�ç�å�Ô�æ�ç���æ�ã�Ø�Ö�Ü���Ø�æ���ç�Û�Ø��

�Ö�Ô�ß�Ö�è�ß�Ô�ç�Ü�â�á���à�Ø�ç�Û�â�×�Ÿ���Õ�Ô�æ�Ø�×���â�á���ç�Û�Ø���ß�è�à�Ü�á�â�è�æ���å�Ø���Ø�Ö�ç�Ô�á�Ö�Ø���é�Ô�ß�è�Ø�æ���â�Ù��

�ç�Û�Ø���ç�ê�â���Ô�×�Ý�Ô�Ö�Ø�á�ç���æ�è�å�Ù�Ô�Ö�Ø�æ�­

�¶���°���¤�¥�¨���›�Ì2 ��� ���Ì1�œ���¢���›�Ì1���ž���Ì2  + 25) ( �µ�â�ê�à�Ô�á� �Æ�Ô�ã�â�ß�Ü�á�æ�Þ�Ü equation)

�Ê�Û�Ø�å�Ø�­ 

 C = Luminance Contrast 

� � � Ì1 = darker surface 

� � � Ì2 = lighter surface
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Option 1 - Path of Travel Stair Nosing 

 � Extends across the Path of Travel only, typically 

between the inner edges of the handrails.

 � �¶�â�à�à�â�á���Ü�á�����å�Ø���Ø�æ�Ö�Ô�ã�Ø�æ���â�å���ç�Ô�ß�ß���Õ�è�Ü�ß�×�Ü�á�Ú�æ���ê�Û�Ø�å�Ø���ß�Ô�å�Ú�Ø��

quantities of nosing are required.

 � �´�á���Ø�Ù���Ö�Ü�Ø�á�ç�Ÿ���Ø�Ö�â�á�â�à�Ü�Ö�Ô�ß���â�ã�ç�Ü�â�á���ç�Û�Ô�ç���æ�Ô�ç�Ü�æ���Ø�æ��

compliance without covering the full tread width.

Option 2 - Open-Ended Stair Nosing

 � Inset 20–50 mm from each side of the stair tread.

 � The industry standard for most installations, as 

nosings can be pre-cut to length before site delivery.

 � Particularly suited to external or wet environments, as 

the open ends help prevent water pooling on the stair 

tread.

 � �Ã�å�â�é�Ü�×�Ø�æ���Ô���Õ�Ô�ß�Ô�á�Ö�Ø�×���Ö�â�à�ã�å�â�à�Ü�æ�Ø���Õ�Ø�ç�ê�Ø�Ø�á���Ø�Ù���Ö�Ü�Ø�á�Ö�ì��

and aesthetics.

 Option 3 - Full-Width Stair Nosing

 � Extends wall-to-wall or across the entire stair tread.

 � �Ã�å�Ø�Ù�Ø�å�å�Ø�×���ê�Û�Ø�å�Ø���Ô�Ø�æ�ç�Û�Ø�ç�Ü�Ö�æ���â�å�����â�â�å�����á�Ü�æ�Û�Ø�æ���›�Ø�¡�Ú�¡�Ÿ���é�Ü�á�ì�ß��

�â�å���Ö�Ô�å�ã�Ø�ç���ç�Ü�ß�Ø���Ý�â�Ü�á�æ�œ���á�Ø�Ø�×���ç�â���Õ�Ø���Ö�â�á�Ö�Ø�Ô�ß�Ø�×�¡

 � More labour-intensive, requiring precise customisation 

for each tread.

Compliance with stair nosing requirements is determined by the width of the Path of Travel (generally the distance between handrails), 

not by whether the nosing extends the full width of the stair tread. Designers may therefore consider aesthetics, function, and cost 

when selecting the most appropriate installation method.

Option 1 - Path of Travel:  Stair nosing inset perpendicular 

to the inner edge of the hand rails, equal to the width of the 

path of travel.  

Option 2 - Open-Ended:  Stair nosing inset 20-50mm from 

the tread edge.   

Option 3  - Full-Width:  Stair nosing precisely cut to the full 

width of each stair tread.

Design and Placement Surface Mounted vs. Recessed Stair Nosing

2.4
Stair Nosing

2.5
Stair Nosing

Path of travel width

Handrail

100

100

50

50

Option 1

Option 2

Option 3

Surface mounted

 � Installed directly onto the stair surface with minimal 

preparation.

 � Simple, versatile, and cost effective compatible with 

virtually all common substrates.

 � �´�á���Ø�Ù���Ö�Ü�Ø�á�ç���æ�â�ß�è�ç�Ü�â�á���ê�Û�Ø�å�Ø���æ�ã�Ø�Ø�×���Ô�á�×���Ø�Ô�æ�Ø���â�Ù��

installation are priorities.

Recessed  

 � Set into a rebate within the stair tread to achieve a 

���è�æ�Û�Ÿ���Ü�á�ç�Ø�Ú�å�Ô�ç�Ø�×�����á�Ü�æ�Û�¡

 � �¹�Ô�é�â�è�å�Ø�×���Ü�á���ã�å�Ø�à�Ü�è�à���ã�å�â�Ý�Ø�Ö�ç�æ���Ô�á�×���Û�Ü�Ú�Û���Ø�á�×�����á�Ü�æ�Û�Ø�æ��

where aesthetics and detailing are paramount.

 � Best planned during construction, as rebate 

�ã�å�Ø�ã�Ô�å�Ô�ç�Ü�â�á���Ü�æ���æ�è�Õ�æ�ç�å�Ô�ç�Ø���×�Ø�ã�Ø�á�×�Ø�á�ç�­

• Timber: rebates can be cut during or after installation 

with relative ease.

• Concrete: rebates should be formed at the pour 

stage; post installation grinding is labour-intensive, 

disruptive, and often leads to poor workmanship.

• Stone/Tile:  rebates are most effectively cut in the 

�Ù�Ô�Ö�ç�â�å�ì���Õ�Ø�Ù�â�å�Ø���Ü�á�æ�ç�Ô�ß�ß�Ô�ç�Ü�â�á�®���å�Ø�ç�å�â���ç�ç�Ü�á�Ú���Ü�æ���å�Ô�å�Ø�ß�ì���Ù�Ø�Ô�æ�Ü�Õ�ß�Ø�¡��

 

Concrete, Stone, Ceramic, Masonry, Timber 

and Checker Plate

Recessed-Setback Rebate  

Concrete, Stone and Timber

Recessed -Edge Rebate  

Concrete, Stone and Timber

Recessed -To Floor Finish 

Carpet Tile and Vinyl

Figure 6

Note   Porcelain / Ceramic Tiles

Rebating is generally not recommended. Unlike 

timber or stone, porcelain and ceramic tiles cannot 

be cut to form rebates without compromising their 

integrity. Achieving a recessed nosing requires 

�Ö�â�à�ã�ß�Ø�ë���Õ�è�Ü�ß�×���è�ã�æ���Ô�ç���ç�Û�Ø���å�Ü�æ�Ø�å���Ô�á�×���ç�å�Ø�Ô�×���Ý�è�á�Ö�ç�Ü�â�á��

to compensate for tile and mortar thicknesses 

�›�ç�ì�ã�Ü�Ö�Ô�ß�ß�ì���Ü�á�é�â�ß�é�Ü�á�Ú���Õ�Ô�Ö�Þ���ß�ß�Ü�á�Ú���Õ�Ø�Û�Ü�á�×���ç�Û�Ø���å�Ü�æ�Ø�å���ç�Ü�ß�Ø�œ�¡��

This adds detailing complexity, cost, and risk of 

�Ù�Ô�Ü�ß�è�å�Ø�Ÿ���Û�Ø�á�Ö�Ø���æ�è�å�Ù�Ô�Ö�Ø���à�â�è�á�ç�Ø�×���ã�å�â���ß�Ø�æ���Ô�å�Ø���ç�Û�Ø��

preferred solution.
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At Korb, we believe stair nosings should not only safeguard 

movement but also enrich the architectural language of a space. For 

�æ�ã�Ø�Ö�Ü���Ø�å�æ���Ô�á�×���×�Ø�æ�Ü�Ú�á�Ø�å�æ�Ÿ���ç�Û�Ü�æ���à�Ø�Ô�á�æ���ç�Û�Ø���â�ã�ã�â�å�ç�è�á�Ü�ç�ì���ç�â���ç�å�Ô�á�æ�Ù�â�å�à���Ô��

compliance detail into a statement of craft, quality and creativity.

Brass sits at the pinnacle of our portfolio, architectural grade, 

enduring and imbued with a prestige that elevates both 

contemporary and heritage contexts. Its weight, colour and 

permanence make it a natural choice where design intent demands 

�Ô�����á�Ü�æ�Û���â�Ù���×�Ü�æ�ç�Ü�á�Ö�ç�Ü�â�á���Ô�á�×���ç�Ü�à�Ø�ß�Ø�æ�æ���Ô�ã�ã�Ø�Ô�ß�¡

Alongside brass, our aluminium systems provide a versatile and 

�Û�Ü�Ú�Û�ß�ì���Ô�×�Ô�ã�ç�Ô�Õ�ß�Ø���Ù�â�è�á�×�Ô�ç�Ü�â�á�¡���¸�é�Ø�å�ì���ã�å�â���ß�Ø���Ü�æ���à�Ô�á�è�Ù�Ô�Ö�ç�è�å�Ø�×���Ù�å�â�à��

�©�£�©�¦���Ç�©���Ô�ß�è�à�Ü�á�Ü�è�à���Ô�á�×���Ô�á�â�×�Ü�æ�Ø�×���ç�â���¥�£���à�Ü�Ö�å�â�á�æ�Ÿ���Ô���æ�ã�Ø�Ö�Ü���Ö�Ô�ç�Ü�â�á��

�ç�Û�Ô�ç���Ù�Ô�å���Ø�ë�Ö�Ø�Ø�×�æ���Ü�á�×�è�æ�ç�å�ì���á�â�å�à�æ�¡���Æ�ç�Ô�á�×�Ô�å�×���Ô�á�â�×�Ü�æ�Ø�×�����á�Ü�æ�Û�Ø�æ���Ü�á�Ö�ß�è�×�Ø��

�Æ�Ü�ß�é�Ø�å�Ÿ���µ�ß�Ô�Ö�Þ�Ÿ���»�Ø�å�Ü�ç�Ô�Ú�Ø�Ÿ���¶�Û�Ô�à�ã�Ô�Ú�á�Ø���Ô�á�×���º�â�ß�×�Ÿ���ê�Ü�ç�Û���Ö�è�æ�ç�â�à���Ô�á�â�×�Ü�æ�Ü�á�Ú��

�Ô�é�Ô�Ü�ß�Ô�Õ�ß�Ø���Ù�â�å���ã�å�â�Ý�Ø�Ö�ç�æ���ç�Û�Ô�ç���×�Ø�à�Ô�á�×���Ø�ë�Ô�Ö�ç���Ö�â�ß�â�è�å���Ü�á�ç�Ø�Ú�å�Ô�ç�Ü�â�á�¡���Ç�Û�Ü�æ��

���Ø�ë�Ü�Õ�Ü�ß�Ü�ç�ì���Ô�ß�ß�â�ê�æ���æ�ç�Ô�Ü�å���á�â�æ�Ü�á�Ú�æ���ç�â���Õ�Ø���à�Ô�ç�Ö�Û�Ø�×���ã�å�Ø�Ö�Ü�æ�Ø�ß�ì���ç�â���æ�è�å�å�â�è�á�×�Ü�á�Ú��

materials, whether the goal is to blend subtly into the palette or stand 

out as a deliberate design accent.

Carbtech ® silicon carbide nosings and inserts are manufactured 

locally in Melbourne, ensuring rigorous quality control and 

dependable supply. Designed for extreme durability, they stand apart 

from common FRP alternatives which quickly degrade and require 

early replacement. Carbtech ® delivers long-term resilience and slip 

resistance in the most demanding environments, from transport hubs 

and industrial facilities to marine applications.

�Â�è�å���ã�â�ß�ì�à�Ø�å���å�Ô�á�Ú�Ø���Ü�æ���Ô�é�Ô�Ü�ß�Ô�Õ�ß�Ø���Ü�á���Ø�Ü�Ú�Û�ç���æ�ç�Ô�á�×�Ô�å�×���Ö�â�ß�â�è�å�æ�Ÿ���Ô�á�×���ç�Û�å�â�è�Ú�Û��

masterbatch control we can create bespoke tones that integrate 

�æ�Ø�Ô�à�ß�Ø�æ�æ�ß�ì���ê�Ü�ç�Û���Õ�å�Ô�á�×���ã�Ô�ß�Ø�ç�ç�Ø�æ���â�å���Ü�á�ç�Ø�å�Ü�â�å�����á�Ü�æ�Û�Ø�æ�¡���Ç�Û�Ø�æ�Ø���Ö�Ô�á���Ô�ß�æ�â���Õ�Ø��

paired with our Korb Renzo ® Classic TGSI range to deliver complete 

visual continuity.

�Ç�Û�Ü�æ���Õ�å�Ø�Ô�×�ç�Û���â�Ù���Ö�Û�â�Ü�Ö�Ø���Ú�Ü�é�Ø�æ���æ�ã�Ø�Ö�Ü���Ø�å�æ���Ú�Ø�á�è�Ü�á�Ø���ß�Ü�Ö�Ø�á�Ö�Ø���ç�â���Ø�ë�ã�ß�â�å�Ø�Ÿ��

to harmonise safety with creativity, and durability with individuality. 

Whether the intent is subtle integration or bold contrast, Korb 

�ã�å�â�é�Ü�×�Ø�æ���Ö�â�á���×�Ø�á�Ö�Ø���ç�Û�Ô�ç���Ø�é�Ø�å�ì���ã�å�â�×�è�Ö�ç���Û�Ô�æ���Õ�Ø�Ø�á���Ø�á�Ú�Ü�á�Ø�Ø�å�Ø�×���ç�â���ß�Ô�æ�ç�­��

6063 T6 aluminium anodised to 20 microns, UV stable and shrinkage 

resistant polymers, and silicon carbide systems proven to maintain 

performance year after year.

�Ç�Û�Ø���¾�â�å�Õ���æ�ç�Ô�Ü�å���á�â�æ�Ü�á�Ú���å�Ô�á�Ú�Ø���Ü�á�Ö�ß�è�×�Ø�æ�­

 � Aalto ®

 �  Venturi ®  

 � Tadao ®

 � Carbtech ®

With Korb, stair nosings are no longer a background 

detail. They become an architectural element in their own 

�å�Ü�Ú�Û�ç�Ÿ���ã�å�Ø�Ö�Ü�æ�Ø�Ÿ���×�è�å�Ô�Õ�ß�Ø���Ô�á�×���Ô�×�Ô�ã�ç�Ô�Õ�ß�Ø�Ÿ���Ú�Ü�é�Ü�á�Ú���æ�ã�Ø�Ö�Ü���Ø�å�æ���ç�Û�Ø��

freedom to design without compromise.

�¼�á�ç�å�â�×�è�Ö�ç�Ü�â�á���Ù�â�å���Æ�ã�Ø�Ö�Ü���Ø�å�æ

2.6
Stair Nosing

Location | Our Lady of Mercy College 
Architect | ClarkeHopkinsClarke 
Builder | 2Construct

Location | Coburg Train Station 
Architect | Wood Marsh 
Builder | North Western Program 
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The �´�Ô�ß�ç�â® range represents the 

�ã�Ü�á�á�Ô�Ö�ß�Ø���â�Ù���å�Ø���á�Ø�×���æ�ç�Ô�Ü�å���á�â�æ�Ü�á�Ú��

design, led by premium architectural 

�Ú�å�Ô�×�Ø���Õ�å�Ô�æ�æ���ã�å�â���ß�Ø�æ�¡���Ê�Ü�ç�Û���ç�Û�Ø�Ü�å��

enduring warmth and natural 

patina, �´�Ô�ß�ç�â® brass nosings bring 

�Ô���ã�å�Ø�æ�ç�Ü�Ú�Ø�����á�Ü�æ�Û���ç�Û�Ô�ç���Ø�ß�Ø�é�Ô�ç�Ø�æ���Õ�â�ç�Û��

�Ö�â�á�ç�Ø�à�ã�â�å�Ô�å�ì���Ô�á�×���Û�Ø�å�Ü�ç�Ô�Ú�Ø���ã�å�â�Ý�Ø�Ö�ç�æ�¡

Alongside brass, �´�Ô�ß�ç�â® is also 

available in robust aluminium, 

precision engineered from T6 

tempered 6063 architectural grade 

material. Finished with a high 

performance 20 micron anodising, 

�Ô�ß�è�à�Ü�á�Ü�è�à���ã�å�â���ß�Ø�æ���Ô�å�Ø���â�Ù�Ù�Ø�å�Ø�×���Ü�á���Æ�Ü�ß�é�Ø�å��

and Black, ensuring lasting durability 

�Ü�á���Û�Ü�Ú�Û���ç�å�Ô�Ù���Ö���Ø�á�é�Ü�å�â�á�à�Ø�á�ç�æ�¡

Designed to balance strength with 

simplicity, the �´�Ô�ß�ç�â® range delivers 

timeless aesthetics, superior slip 

resistance, and long term resilience 

setting the benchmark for stair safety 

that enhances, rather than interrupts, 

the architectural vision.

Aalto ®

3

3.0
Aalto ®

More info  
on our �´�Ô�ß�ç�â® 
Range

BRASS | ALUMINIUM
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Product Code 210111 210114

Carbtech Insert Colour Black White

Mean Dry Luminance (LRV) 3.29 53.95

Mean Wet Luminance (LRV) 2.95 50.16

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¤�£���Ì�Ø�Ô�å�æ

Aalto ® Brass  Surface Mounted 10 x 75mm

* Pictured  210111

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�»�¸�¶�¾�¸�Å���Ã�¿�´�Ç�¸

Location | GPO | Marriot Hotel Adelaide 
Architect | Baukultur & Hassell 
Builder | Watpac BESIX

3.1 
Aalto ®

The �´�Ô�ß�ç�â® Brass  range represents 

the pinnacle of architectural 

stair nosing. Crafted from solid, 

architectural grade brass, it 

combines enduring strength 

with a natural prestige that 

deepens in character over time. 

�Â�Ù�Ù�Ø�å�Ü�á�Ú���Õ�â�ç�Û���æ�ß�Ü�ã���å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø��

�Ô�á�×���Ô���å�Ø���á�Ø�×���Ô�Ø�æ�ç�Û�Ø�ç�Ü�Ö�Ÿ���´�Ô�ß�ç�â® 

�µ�å�Ô�æ�æ���Ü�æ���Ü�×�Ø�Ô�ß�ß�ì���æ�è�Ü�ç�Ø�×���ç�â���ã�å�â�Ý�Ø�Ö�ç�æ��

where longevity, heritage 

character, or a statement of 

quality is paramount. Designed to 

complement both contemporary 

and traditional settings, it delivers 

�Ô�����á�Ü�æ�Û���ç�Û�Ô�ç���Ø�ß�Ø�é�Ô�ç�Ø�æ���æ�ç�Ô�Ü�å�æ���Ù�å�â�à��

a compliance requirement to an 

architectural feature.

Luminous 
Contrast 

Requirement
30%

Brass
75

50

72

10 5

Black White
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Aalto ® Brass  Recessed 5 x 55mm

* Pictured  210211

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸��

Location | ���Â�ß�×�Ø�å���Ø�Ø�ç 
Architect | Grimshaw Architects & Carr Interiors 
Builder | Mirvac Group

Luminous 
Contrast 

Requirement
30%

Product Code 210211 210214

Carbtech Insert Colour Black White

Mean Dry Luminance (LRV) 3.29 53.95

Mean Wet Luminance (LRV) 2.95 50.16

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¤�£���Ì�Ø�Ô�å�æ

Black White

56

5
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Aalto ® Brass  Recessed 10 x 61mm

* Pictured  210314

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸��

Luminous 
Contrast 

Requirement
30%

Product Code 210311 210314

Carbtech Insert Colour Black White

Mean Dry Luminance (LRV) 3.29 53.95

Mean Wet Luminance (LRV) 2.95 50.16

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¤�£���Ì�Ø�Ô�å�æ

Location | Ruyton Girls School - Performing Art  
     Centre AC & Learning Resource Centre 
Architect | Grimshaw Architects & Carr Interiors 
Builder | Ireland Brown Constructions

Black White

61

50

58

10
5
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Location | Victorian Cricket and Community Centre 
Architect | Cox Architecture 
Builder | Cockram Construction

3.2 
Aalto ®

The �´�Ô�ß�ç�â® Aluminium  stair 

nosing is engineered from T6 

tempered 6063 architectural 

�Ú�å�Ô�×�Ø���Ô�ß�è�à�Ü�á�Ü�è�à���Ô�á�×�����á�Ü�æ�Û�Ø�×��

�ê�Ü�ç�Û���Ô���å�Ô�Ü�æ�Ø�×���æ�Ü�ß�Ü�Ö�â�á���Ö�Ô�å�Õ�Ü�×�Ø���Ü�á���ß�ß��

for assured slip resistance. Its 

�å�Ø���á�Ø�×���ã�å�â���ß�Ø���â�Ù�Ù�Ø�å�æ���é�Ø�å�æ�Ô�ç�Ü�ß�Ü�ç�ì�Ÿ��

enabling seamless integration 

or deliberate contrast within 

the surrounding environment. 

Designed to perform in the most 

�×�Ø�à�Ô�á�×�Ü�á�Ú�Ÿ���Û�Ü�Ú�Û� �ç�å�Ô�Ù���Ö���æ�Ø�ç�ç�Ü�á�Ú�æ�Ÿ��

the �´�Ô�ß�ç�â® Aluminium  range 

�×�Ø���á�Ø�æ���ç�Û�Ø���æ�ç�Ô�á�×�Ô�å�×���Ù�â�å���×�è�å�Ô�Õ�Ü�ß�Ü�ç�ì��

and architectural style.

Aluminium

Product Code 211111 211114 211118 211121

Carbtech Insert Colour Black White �Ì�Ø�ß�ß�â�ê Black

Anodised Nosing Colour Silver Silver Silver Black

Mean Dry Luminance (LRV) 3.29 53.95 61.36 3.29

Mean Wet Luminance (LRV) 2.95 50.16 58.66 2.95

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¤�£���Ì�Ø�Ô�å�æ

Aalto ® Aluminium  Surface Mounted 10 x 75mm

* Pictured  211111

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Luminous 
Contrast 

Requirement
30%

75

50

72

10 5

Black White Yellow
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Location | Pakenham Station 
Architect | Genton 
Builder | North Western Program 

Aalto ® Aluminium  Recessed 5 x 55mm

* Pictured  211211

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸��

Luminous 
Contrast 

Requirement
30%

Product Code 211211 211214 211218 211221

Carbtech Insert Colour Black White �Ì�Ø�ß�ß�â�ê Black

Anodised Nosing Colour Silver Silver Silver Black

Mean Dry Luminance (LRV) 3.29 53.95 61.36 3.29

Mean Wet Luminance (LRV) 2.95 50.16 58.66 2.95

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¤�£���Ì�Ø�Ô�å�æ

Black White Yellow

56

5
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Aalto ® Aluminium  Recessed 10 x 61mm

* Pictured  211311

61

50

58

10
5

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸��

Location | ���·�Ô�á�×�Ø�á�â�á�Ú���À�è�á�Ü�Ö�Ü�ã�Ô�ß�Ü�ç�ì 
Architect | Lyons Architecture 
Builder | BESIXWatpac

Luminous 
Contrast 

Requirement
30%

Product Code 211311 211314 211318 211321

Carbtech Insert Colour Black White �Ì�Ø�ß�ß�â�ê Black

Anodised Nosing Colour Silver Silver Silver Black

Mean Dry Luminance (LRV) 3.29 53.95 61.36 3.29

Mean Wet Luminance (LRV) 2.95 50.16 58.66 2.95

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¤�£���Ì�Ø�Ô�å�æ

Black White Yellow
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The �É�Ø�á�ç�è�å�Ü®���å�Ô�á�Ú�Ø���×�Ø�ß�Ü�é�Ø�å�æ���ç�Û�Ø���è�ß�ç�Ü�à�Ô�ç�Ø���Ü�á�����Ø�ë�Ü�Õ�Ü�ß�Ü�ç�ì��

and customisation, designed to integrate seamlessly 

with any substrate from carpet tile and underlay to 

rebated treads.

At the premium end of the range, �É�Ø�á�ç�è�å�Ü® is available 

in brass carriers that deliver prestige, durability, 

�Ô�á�×���Ô���ç�Ü�à�Ø�ß�Ø�æ�æ���Ô�å�Ö�Û�Ü�ç�Ø�Ö�ç�è�å�Ô�ß�����á�Ü�æ�Û�¡���´�ß�â�á�Ú�æ�Ü�×�Ø���Õ�å�Ô�æ�æ�Ÿ��

aluminium carriers provide a versatile foundation, 

�â�Ù�Ù�Ø�å�Ø�×���Ü�á���Æ�Ü�ß�é�Ø�å�Ÿ���µ�ß�Ô�Ö�Þ�Ÿ���¶�Û�Ô�à�ã�Ô�Ú�á�Ø�Ÿ���Ô�á�×���»�Ø�å�Ü�ç�Ô�Ú�Ø��

���á�Ü�æ�Û�Ø�æ�Ÿ���ê�Ü�ç�Û���Ø�ë�ç�Ø�á�×�Ø�×���Ô�á�â�×�Ü�æ�Ü�á�Ú���â�ã�ç�Ü�â�á�æ���Ø�á�Ô�Õ�ß�Ü�á�Ú��

�Ö�â�à�ã�ß�Ø�ç�Ø���×�Ø�æ�Ü�Ú�á���Ù�å�Ø�Ø�×�â�à�¡���¶�â�á�Ö�Ø�Ô�ß�Ø�×���æ�Ö�å�Ø�ê�����ë�Ü�á�Ú��

across both systems ensures a clean, integrated 

appearance.

�¶�Ô�å�Õ�ç�Ø�Ö�Û® silicon carbide inserts, available in four 

key colours to achieve luminance compliance, 

are engineered for extreme slip resistance and 

backed by a ten year warranty. Glow in the dark 

Carbtech ® options enhance safety where visibility 

is compromised, such as during power outages or 

smoke events.

�Ã�â�ß�ì�à�Ø�å���Ü�á�æ�Ø�å�ç�æ���Ø�ë�ç�Ø�á�×���ç�Û�Ø���ã�Ô�ß�Ø�ç�ç�Ø���Ù�è�å�ç�Û�Ø�å�¡���Â�Ù�Ù�Ø�å�Ø�×���Ü�á���Ô��

curated range of standard colours, they can also be 

masterbatch matched to any Pantone tone, ensuring 

seamless alignment with brand palettes, interior 

schemes, and complete visual continuity with the 

Korb �Å�Ø�á�í�â® Classic TGSI range.

Together, these options make �É�Ø�á�ç�è�å�Ü® one of the 

most adaptable stair nosing systems available, giving 

�æ�ã�Ø�Ö�Ü���Ø�å�æ���ç�Û�Ø���Ù�å�Ø�Ø�×�â�à���ç�â���Õ�Ô�ß�Ô�á�Ö�Ø���Ö�â�à�ã�ß�Ü�Ô�á�Ö�Ø���Ô�á�×��

safety with creativity and design expression.

Venturi ®

4

4.0
Venturi ®

More info  
on our �É�Ø�á�ç�è�å�Ü�� 
Range

�µ�Å�´�Æ�Æ���ï���´�¿�È�À�¼�Á�¼�È�À���ï���¶�´�Å�µ�Ç�¸�¶�»���ï���Ã�Â�¿�Ì�À�¸�Å
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4.1 
Venturi ®

Brass

The �É�Ø�á�ç�è�å�Ü® Brass  stair nosing 

brings together the strength of 

architectural grade brass with 

�å�Ø���á�Ø�×���×�Ø�ç�Ô�Ü�ß�Ü�á�Ú���ç�Û�Ô�ç���Ø�ß�Ø�é�Ô�ç�Ø�æ��

both contemporary and heritage 

settings. Designed to integrate 

across a range of substrates, 

it combines durability with a 

�ã�å�Ø�æ�ç�Ü�Ú�Ø�����á�Ü�æ�Û���ç�Û�Ô�ç���à�Ô�ç�è�å�Ø�æ��

gracefully over time. With options 

for brass inserts, silicon carbide, 

or polymer, �É�Ø�á�ç�è�å�Ü® Brass  offers 

�æ�ã�Ø�Ö�Ü���Ø�å�æ���Ô���é�Ø�å�æ�Ô�ç�Ü�ß�Ø���æ�â�ß�è�ç�Ü�â�á���ç�Û�Ô�ç��

pairs safety with unmistakable 

character.

Brass Carrier 220101C 220101S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Brass Corrugated Brass Striped

Mean Dry Luminance 57.99 62.31

Mean Wet Luminance 58.74 63.17

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�áP5 P4

Warranty 5 years

Brass Carrier 220201C 220101S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Brass Corrugated Brass Striped

Mean Dry Luminance 57.99 62.31

Mean Wet Luminance 58.74 63.17

Recommended Rebate 59 x 6mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�áP5 P4

Warranty 5 years

Venturi ® Brass  Surface Mounted

* Pictured  220101C

7550

10 5

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Location | 242 Exhibition Street 
Architect | Architectus 
Builder | Hunter Mason

Luminous 
Contrast 

Requirement
30%

Venturi ® Brass  Recessed

* Pictured  220101S

50

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Luminous 
Contrast 

Requirement
30%

57

5
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Venturi ® Brass  Flooring Tile

Venturi ® Brass  Carpet with Underlay

* Pictured  220301S

* Pictured  220401C

50 66

10
3
5

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

50 66

25

5
2

Brass Carrier 220301C 220301S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Brass Corrugated Brass Striped

Mean Dry Luminance 57.99 62.31

Mean Wet Luminance 58.74 63.17

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�áP5 P4

Warranty 5 years

Brass Carrier 220401C 220401S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Brass Corrugated Brass Striped

Mean Dry Luminance 57.99 62.31

Mean Wet Luminance 58.74 63.17

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�áP5 P4

Warranty 5 years

Location | Ruyton Girls School 
Architect | Ireland Brown Constructions 
Builder | Grimshaw Architects & Carr Interiors
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4.2 
Venturi ®

Aluminium

The �É�Ø�á�ç�è�å�Ü® Aluminium  stair 

nosing is engineered for 

adaptability, with specialised 

�ã�å�â���ß�Ø�æ���ç�â���æ�è�Ü�ç���Ø�é�Ø�å�ì���æ�è�Õ�æ�ç�å�Ô�ç�Ø��

including carpet tile, carpet with 

underlay, and rebated treads. 

Beyond its technical versatility, 

�É�Ø�á�ç�è�å�Ü® offers a rich spectrum 

�â�Ù���Ô�á�â�×�Ü�æ�Ø�×�����á�Ü�æ�Û�Ø�æ�Ÿ���Æ�Ü�ß�é�Ø�å�Ÿ���µ�ß�Ô�Ö�Þ�Ÿ��

�µ�å�Ô�æ�æ�Ÿ���»�Ø�å�Ü�ç�Ô�Ú�Ø�Ÿ���Ô�á�×���¶�Û�Ô�à�ã�Ô�Ú�á�Ø�Ÿ��

with the ability to specify 

any colour available through 

Australian Aluminium Finishing 

(AAF)’s advanced anodising 

program. This breadth of choice 

enables stair nosings to be 

�ç�è�á�Ø�×���ã�å�Ø�Ö�Ü�æ�Ø�ß�ì���ç�â���ç�Û�Ø���ã�å�â�Ý�Ø�Ö�ç�Þ�æ��

design palette. Inserts in high 

performance polymer, silicon 

carbide, or anodised aluminium 

further expand the design 

�ß�Ô�á�Ú�è�Ô�Ú�Ø�Ÿ���Ô�ß�ß�â�ê�Ü�á�Ú���æ�ã�Ø�Ö�Ü���Ø�å�æ���ç�â��

balance durability with creativity. 

�Ê�Ü�ç�Û���Ö�â�á�Ö�Ø�Ô�ß�Ø�×�����ë�Ü�á�Ú�æ���Ô�á�×��

�Ô���å�Ø���á�Ø�×���Ô�Ø�æ�ç�Û�Ø�ç�Ü�Ö�Ÿ���É�Ø�á�ç�è�å�Ü®  

delivers both performance and 

design freedom.

Venturi ® Aluminium  Surface Mounted

* Pictured  221122C

7550

10 5

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Location | Firbank Grammar School Arts Centre 
Architect | Peddle Thorpe 
Builder | Harris HMC 

Luminous 
Contrast 

Requirement
30%

Venturi ® Aluminium  Surface Mounted (L)

* Pictured  221514

7550

25

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Luminous 
Contrast 

Requirement
30%

Silver Carrier 221111C 221112C 221114C 221115C 221111S 221112S 221114S 221115S

Black Carrier 221121C 221122C 221124C 221125C 221122S 221122S 221124S 221125S

Champagne Carrier 221141C 221142C 221144C 221145C 221142S 221142S 221144S 221145S

Heritage Carrier 221151C 221152C 221154C 221155C 221152S 221152S 221154S 221155S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á
Silver 

Corrugated

Black 

Corrugated

Champagne 

Corrugated

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Corrugated

Silver     

Striped

Black     

Striped

Champagne 

Striped

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Striped

Mean Dry Luminance 40.19 2.22 12.26 4.60 50.38 3.33 15.9 6.70

Mean Wet Luminance 39.43 2.22 11.75 4.13 48.73 3.31 15.3 6.00

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5 P4

Warranty 5 years

Silver Carrier 221511C 221512C 221514C 221515C 221511S 221512S 221514S 221515S

Black Carrier 221521C 221522C 221524C 221525C 221521S 221522S 221524S 221525S

Champagne Carrier 221541C 221542C 221544C 221545C 221541S 221542S 221544S 221545S

Heritage Carrier 221551C 221552C 221554C 221555C 221551S 221552S 221554S 221555S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á
Silver 

Corrugated

Black 

Corrugated

Champagne 

Corrugated

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Corrugated

Silver     

Striped

Black     

Striped

Champagne 

Striped

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Striped

Mean Dry Luminance 40.19 2.22 12.26 4.60 50.38 3.33 15.9 6.70

Mean Wet Luminance 39.43 2.22 11.75 4.13 48.73 3.31 15.3 6.00

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5 P4

Warranty 5 years

Champagne

Champagne

Champagne

Champagne

Heritage

Heritage

Heritage

Heritage

Silver

Silver

Silver

Silver

Black

Black

Black

Black

Custom

Custom
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Venturi ® Aluminium  Flooring Tile

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

Luminous 
Contrast 

Requirement
30%

Silver Carrier 221311C 221312C 221314C 221315C 221311S 221312S 221314S 221315S

Black Carrier 221321C 221322C 221324C 221325C 221321S 221322S 221324S 221325S

Champagne Carrier 221341C 221342C 221344C 221345C 221341S 221342S 221344S 221345S

Heritage Carrier 221351C 221352C 221354C 221355C 221351S 221352S 221354S 221355S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á
Silver 

Corrugated

Black 

Corrugated

Champagne 

Corrugated

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Corrugated

Silver     

Striped

Black     

Striped

Champagne 

Striped

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Striped

Mean Dry Luminance 40.19 2.22 12.26 4.60 50.38 3.33 15.9 6.70

Mean Wet Luminance 39.43 2.22 11.75 4.13 48.73 3.31 15.3 6.00

Recommended Rebate 59 x 6mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5 P4

Warranty 5 years

Location | Springvale Community Hub 
Architect | Lyons 
Builder | Ireland Brown Constructions

* Pictured  221321S

50 66

10
3
5

Venturi ® Aluminium  Flooring Tile (L)

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

Luminous 
Contrast 

Requirement
30%

* Pictured  221621S

50 66

25

5
2

Silver Carrier 221611C 221612C 221614C 221615C 221611S 221612S 221614S 221615S

Black Carrier 221621C 221622C 221624C 221625C 221621S 221622S 221624S 221625S

Champagne Carrier 221641C 221642C 221644C 221645C 221641S 221642S 221644S 221645S

Heritage Carrier 221651C 221652C 221654C 221655C 221651S 221652S 221654S 221655S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á
Silver 

Corrugated

Black 

Corrugated

Champagne 

Corrugated

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Corrugated

Silver     

Striped

Black     

Striped

Champagne 

Striped

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Striped

Mean Dry Luminance 40.19 2.22 12.26 4.60 50.38 3.33 15.9 6.70

Mean Wet Luminance 39.43 2.22 11.75 4.13 48.73 3.31 15.3 6.00

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5 P4

Warranty 5 years

Champagne

Champagne

Champagne

Champagne

Heritage

Heritage

Heritage

Heritage

Silver

Silver

Silver

Silver

Black

Black

Black

Black

Custom

Custom
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Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

Silver Carrier 221211C 221212C 221214C 221115C 221211S 221212S 221214S 221215S

Black Carrier 221221C 221222C 221224C 221125C 221221S 221222S 221224S 221225S

Champagne Carrier 221241C 221242C 221244C 221145C 221241S 221242S 221244S 221245S

Heritage Carrier 221251C 221252C 221254C 221155C 221251S 221252S 221254S 221255S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á
Silver 

Corrugated

Black 

Corrugated

Champagne 

Corrugated

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Corrugated

Silver     

Striped

Black     

Striped

Champagne 

Striped

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Striped

Mean Dry Luminance 40.19 2.22 12.26 4.60 50.38 3.33 15.9 6.70

Mean Wet Luminance 39.43 2.22 11.75 4.13 48.73 3.31 15.3 6.00

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5 P4

Warranty 5 years

Location | Maddocks 
Architect | Bates Smart  
Builder | Buildcorp Commercial 

Venturi ® Aluminium  Carpet with Underlay

Venturi ® Aluminium  Recessed

* Pictured  221221S

50

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å��

57

5

* Pictured  221412C

50 75

75

20

6

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ê�¼�Ç�»���È�Á�·�¸�Å�¿�´�Ì���ï���µ�Å�Â�´�·�¿�Â�Â�À���¶�´�Å�Ã�¸�Ç

Silver Carrier 221411C 221412C 221414C 221415C 221411S 221412S 221414S 221415S

Black Carrier 221421C 221422C 221424C 221425C 221421S 221422S 221424S 221425S

Champagne Carrier 221441C 221442C 221444C 221445C 221441S 221442S 221444S 221445S

Heritage Carrier 221451C 221452C 221454C 221455C 221451S 221452S 221454S 221455S

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á
Silver 

Corrugated

Black 

Corrugated

Champagne 

Corrugated

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Corrugated

Silver     

Striped

Black     

Striped

Champagne 

Striped

�»�Ø�å�Ü�ç�Ô�Ú�Ø��

Striped

Mean Dry Luminance 40.19 2.22 12.26 4.60 50.38 3.33 15.9 6.70

Mean Wet Luminance 39.43 2.22 11.75 4.13 48.73 3.31 15.3 6.00

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5 P4

Warranty 5 years

Champagne

Champagne

Champagne

Champagne

Heritage

Heritage

Heritage

Heritage

Silver

Silver

Silver

Silver

Black

Black

Black

Black

Custom

Custom
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4.3 
Venturi ®

Carbtech

The �É�Ø�á�ç�è�å�Ü®���¶�Ô�å�Õ�ç�Ø�Ö�Û® stair nosing 

combines a robust aluminium carrier 

with a silicon carbide insert to deliver 

outstanding performance in both internal 

and external applications. Engineered for 

demanding environments, it provides a 

consistently slip-resistant surface across 

oily, wet, dry, or soiled conditions.

�¶�Ô�å�Õ�ç�Ø�Ö�Û® is UV stabilised and 

manufactured from silicon carbide, one 

of the hardest materials known after 

diamond. It is highly resistant to impact, 

chemicals, and corrosion, ensuring a long 

service life. Due to its abrasive texture, 

however, it is less suited to areas where 

�Õ�Ô�å�Ø�Ù�â�â�ç���ç�å�Ô�Ù���Ö���Ü�æ���Ø�ë�ã�Ø�Ö�ç�Ø�×�¡

�¶�Ô�å�Õ�ç�Ø�Ö�Û® inserts are available in a 

curated colour range designed to 

complement our Korb Renzo Classic 

TGSI collection, creating visual continuity 

�Ô�Ö�å�â�æ�æ���æ�ç�Ô�Ü�å���Ô�á�×�����â�â�å���æ�Ô�Ù�Ø�ç�ì���æ�ì�æ�ç�Ø�à�æ�¡��

For enhanced visibility, Korb also offers 

photoluminescent �¶�Ô�å�Õ�ç�Ø�Ö�Û® inserts, 

providing critical guidance in low-light 

conditions such as smoke or power loss.

Together, the aluminium carrier and 

�¶�Ô�å�Õ�ç�Ø�Ö�Û® insert form a stair nosing 

system that balances structural strength 

with exceptional safety, ensuring reliable 

performance where slip resistance is non 

negotiable.

Venturi ® Carbtech ® Surface Mounted

Venturi ® Carbtech ® Surface Mounted (L)

* Pictured  222111

* Pictured  222523

Grey YellowWhite Luminous

75

50

73

10 5

75

50

25

5

Black

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿��

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Location | Lyndock Primary Care Centre 
Architect | Marchese Partners Architects 
Builder | AW Nicholson Construction

Silver Carrier 222111 222113 222114 222118 222119

Black Carrier 222121 222123 222124 222128 222129

Champagne Carrier 222141 222143 222144 222148 222149

Heritage Carrier 222151 222153 222154 222158 222159

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Grey White �Ì�Ø�ß�ß�â�ê Luminous

Mean Dry Luminance 4.94 27.53 80.62 48.44 57.89

Mean Wet Luminance 3.94 27.36 80.68 47.78 57.86

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Silver Carrier 222511 222513 222514 222518 222519

Black Carrier 222521 222523 222524 222528 222529

Champagne Carrier 222541 222543 222544 222548 222549

Heritage Carrier 222551 222553 222554 222558 222559

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Grey White �Ì�Ø�ß�ß�â�ê Luminous

Mean Dry Luminance 4.94 27.53 80.62 48.44 57.89

Mean Wet Luminance 3.94 27.36 80.68 47.78 57.86

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

Grey YellowWhite LuminousBlack
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Silver Carrier 222611 222613 222614 222618 222619

Black Carrier 222621 222623 222624 222628 222629

Champagne Carrier 222641 222643 222644 222648 222649

Heritage Carrier 222651 222653 222654 222658 222659

Insert option Black Grey White �Ì�Ø�ß�ß�â�ê Luminous

Mean Dry Luminance 4.94 27.53 80.62 48.44 57.89

Mean Wet Luminance 3.94 27.36 80.68 47.78 57.86

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Venturi ® Carbtech ® Flooring Tile

Venturi ® Carbtech ® Flooring Tile (L )

* Pictured  222326

* Pictured  222628
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SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

Silver Carrier 222311 222313 222314 222318 222319

Black Carrier 222321 222323 222324 222328 222329

Champagne Carrier 222341 222343 222344 222348 222349

Heritage Carrier 222351 222353 222354 222358 222359

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Grey White �Ì�Ø�ß�ß�â�ê Luminous

Mean Dry Luminance 4.94 27.53 80.62 48.44 57.89

Mean Wet Luminance 3.94 27.36 80.68 47.78 57.86

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Location | Rydges Hotel 
Architect | Luchetti Krelle    
Builder | Schiavello

Grey

Grey

Yellow

Yellow

White

White

Luminous

Luminous

Black

Black
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Location | Warrnambool Learning and Library Hub 
Architect | Kosloff Architecture   
Builder | Nicholson Construction 

Silver Carrier 222411 222413 222414 222418 222419

Black Carrier 222421 222423 222424 222428 222429

Champagne Carrier 222441 222443 222444 222448 222449

Heritage Carrier 222451 222453 222454 222458 222459

Insert option Black Grey White �Ì�Ø�ß�ß�â�ê Luminous

Mean Dry Luminance 4.94 27.53 80.62 48.44 57.89

Mean Wet Luminance 3.94 27.36 80.68 47.78 57.86

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Venturi ® Carbtech ® Carpet with Underlay

* Pictured  222419

75

50

72

20

6

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ê�¼�Ç�»���È�Á�·�¸�Å�¿�´�Ì���ï���µ�Å�Â�´�·�¿�Â�Â�À���¶�´�Å�Ã�¸�Ç

Venturi ® Carbtech ® Recessed

* Pictured  222228

50

57

5

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å��

Silver Carrier 222111 222213 222214 222218 222219

Black Carrier 222221 222223 222224 222228 222229

Champagne Carrier 222241 222243 222244 222248 222249

Heritage Carrier 222251 222253 222254 222258 222259

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Grey White �Ì�Ø�ß�ß�â�ê Luminous

Mean Dry Luminance 4.94 27.53 80.62 48.44 57.89

Mean Wet Luminance 3.94 27.36 80.68 47.78 57.86

Recommended Rebate 59 x 6mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Luminous 
Contrast 

Requirement
30%

Grey YellowWhite LuminousBlack

Luminous 
Contrast 

Requirement
30%

Grey YellowWhite LuminousBlack
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4.4 
Venturi ®

Polymer

The �É�Ø�á�ç�è�å�Ü® Polymer  stair 

nosing,  combines a precision 

engineered aluminium carrier with 

inserts manufactured locally in 

Australia. The inserts are crafted 

from advanced UV stable, shrink 

resistant polymers, ensuring 

reliable slip resistance and long-

term durability in both wet and dry 

conditions.

Their softer surface makes 

them especially well suited to 

�Ø�á�é�Ü�å�â�á�à�Ø�á�ç�æ���ê�Ü�ç�Û���Õ�Ô�å�Ø�Ù�â�â�ç���ç�å�Ô�Ù���Ö�Ÿ��

such as aquatic centres, leisure 

facilities, and beach access points.

Available in a standard palette 

designed to align with our TGSI 

range, the polymer inserts can 

also be customised through 

masterbatch colour control 

allowing architects and designers 

to achieve exact matches to 

brand palettes, interior schemes, 

or broader design narratives.

By pairing the strength of the 

aluminium carrier with the locally 

made, high performance polymer 

insert, the �É�Ø�á�ç�è�å�Ü® Polymer ���ã�å�â���ß�Ø��

delivers both safety and creative 

freedom a trusted solution.

Silver Carrier 223111 223112 223113 223114 223115 223116 223117 223118

Black Carrier 223121 223122 223123 223124 223125 223126 223127 223128

Champagne Carrier 223141 223142 223143 223144 223145 223146 223147 223148

Heritage Carrier 223151 223152 223153 223154 223155 223156 223157 223158

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Charcoal Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.05 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 5 years

Silver Carrier 223511 223512 223513 223514 223515 223516 223517 223518

Black Carrier 223521 223522 223523 223524 223525 223526 223527 223528

Champagne Carrier 223541 223542 223543 223544 223545 223546 223547 223548

Heritage Carrier 223551 223552 223553 223554 223555 223556 223557 223558

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Charcoal Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.05 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 5 years

Venturi ® Polymer  Surface Mounted

Venturi ® Polymer  Surface Mounted (L)

* Pictured  223111

* Pictured  223111

Charcoal

Charcoal

Grey

Grey

Orange

Orange

White

White

Yellow

Yellow

Custom

Custom

Blue

Blue

Red

Red

Black

Black

50

73

75

10
5

50

75

25

5

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Location | NMFC 
Architect | HB Arch 
Builder | Harris HMC 

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%
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Venturi ® Polymer  Flooring Tile

Venturi ® Polymer  Flooring Tile (L)

* Pictured  223326

* Pictured  223326

50
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66
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2
5

50

66

25

2
5

Silver Carrier 223311 223312 223313 223314 223315 223316 223317 223318

Black Carrier 223321 223322 223323 223324 223325 223326 223327 223328

Champagne Carrier 223341 223342 223343 223344 223345 223346 223347 223348

Heritage Carrier 223351 223352 223353 223354 223355 223346 223357 223358

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Charcoal Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.04 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 5 years

Silver Carrier 223611 223612 223613 223614 223615 223616 223617 223618

Black Carrier 223621 223622 223623 223624 223625 223626 223627 223628

Champagne Carrier 223641 223642 223643 223644 223645 223646 223647 223648

Heritage Carrier 223651 223652 223653 223654 223655 223656 223657 223658

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Charcoal Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.04 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 5 years

Charcoal

Charcoal

Grey

Grey

Orange

Orange

White

White

Yellow

Yellow

Blue

Blue

Red

Red

Black

Black

Custom

Custom

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ç�¼�¿�¸���ï���É�¼�Á�Ì�¿���Ç�¼�¿�¸

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

Location | Our Lady of Mercy College 
Architect | ClarkeHopkinsClarke 
Builder | 2Construct
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Venturi ® Polymer  Carpet with Underlay

* Pictured  223414

Silver Carrier 223411 223412 223413 223414 223415 223416 223417 223418

Black Carrier 223421 223422 223423 223424 223425 223426 223427 223428

Champagne Carrier 223441 223442 223443 223444 223445 223446 223447 223448

Heritage Carrier 223451 223452 223453 223454 223455 223456 223457 223458

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Charcoal Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.05 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 5 years

Charcoal Grey OrangeWhite YellowBlue RedBlack

75

50

72

20

5

Custom

SUBSTRATES
�¶�´�Å�Ã�¸�Ç���Ê�¼�Ç�»���È�Á�·�¸�Å�¿�´�Ì���ï���µ�Å�Â�´�·�¿�Â�Â�À���¶�´�Å�Ã�¸�Ç

At KORB, we understand that every project is 
unique, and that's why we offer custom colour 
options to architects and builders. We're 
passionate about helping you bring your vision 
to life, and we're committed to providing  
high-quality products that meet your needs.

So why settle for ordinary stairways when you 
can design a dream staircase with KORB Stair 
Nosing? Contact us today and let's collaborate 
to create a beautiful and functional space that 
your clients will �ß�â�é�Ø!

CHOOSE 
YOUR OWN
WAY!
CUSTOM COLOUR OPTIONS 

Luminous 
Contrast 

Requirement
30%

Silver Carrier 223211 223212 223213 223214 223215 223216 223217 223218

Black Carrier 223221 223222 223223 223224 223225 223226 223227 223228

Champagne Carrier 223241 223242 223243 223244 223245 223246 223247 223248

Heritage Carrier 223251 223252 223253 223254 223255 223256 223257 223258

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Charcoal Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.04 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

Recommended Rebate  

(W x D)
59 x 6mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 5 years

Venturi ® Polymer  Recessed

* Pictured  223228

Charcoal Grey OrangeWhite Yellow CustomBlue RedBlack

50

57

5

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���Ç�¼�À�µ�¸�Å

Luminous 
Contrast 

Requirement
30%
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The �Ç�Ô�×�Ô�â®���å�Ô�á�Ú�Ø���Ø�à�Õ�â�×�Ü�Ø�æ���å�Ø���á�Ø�×��

�æ�Ü�à�ã�ß�Ü�Ö�Ü�ç�ì�Ÿ���×�Ø�ß�Ü�é�Ø�å�Ü�á�Ú���×�è�å�Ô�Õ�ß�Ø���ã�å�â���ß�Ø�æ��

in brass and aluminium to meet the 

�á�Ø�Ø�×�æ���â�Ù���ß�Ô�å�Ú�Ø���æ�Ö�Ô�ß�Ø���Ô�á�×���Û�Ü�Ú�Û���ç�å�Ô�Ù���Ö��

environments.

Brass offers a premium architectural 

���á�Ü�æ�Û���ç�Û�Ô�ç���Ö�â�à�Õ�Ü�á�Ø�æ���ß�Ô�æ�ç�Ü�á�Ú���æ�ç�å�Ø�á�Ú�ç�Û��

with a timeless aesthetic. Aluminium 

options are available in Silver, Black, 

�¶�Û�Ô�à�ã�Ô�Ú�á�Ø�Ÿ���Ô�á�×���»�Ø�å�Ü�ç�Ô�Ú�Ø���Ô�á�â�×�Ü�æ�Ø�×��

���á�Ü�æ�Û�Ø�æ�Ÿ���ê�Ü�ç�Û���Õ�â�ç�Û���Ö�â�å�å�è�Ú�Ô�ç�Ø�×��

and striped grip surfaces offered 

for surface mounted or recessed 

applications, ensuring adaptability 

across diverse contexts.

The �Ç�Ô�×�Ô�â®���¶�Ô�å�Õ�ç�Ø�Ö�Û® option 

incorporates a silicon carbide tape 

insert to provide dependable slip 

resistance in everyday internal 

settings. Designed with practicality 

in mind, it offers a budget conscious 

solution for stairways.

�Ç�Ô�×�Ô�â® �è�á�Ü�ç�Ø�æ���æ�ç�å�Ø�á�Ú�ç�Û�Ÿ�����Ø�ë�Ü�Õ�Ü�ß�Ü�ç�ì�Ÿ��

and understated design, making it a 

trusted choice for compliance driven 

installations as well as architectural 

schemes seeking longevity with 

restraint.

Tadao ® 5.0
Tadao ®

5 More info  
on our �Ç�Ô�×�Ô�â���� 
Range

�µ�Å�´�Æ�Æ���ï���´�¿�È�À�¼�Á�¼�È�À���ï���¶�´�Å�µ�Ç�¸�¶�»��
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Product Code 230111

Mean Dry Luminance (LRV) 57.99

Mean Wet Luminance (LRV) 62.31

Recommended Rebate (W x D) 48 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¨���Ì�Ø�Ô�å�æ

Tadao ® Brass Corrugated 10 x 50mm

Tadao ® Brass  Corrugated 50 x 3mm

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

* Pictured  230111

* Pictured  230211

5.1 
Tadao ®

Brass

50

10
3

50

3

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿��

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å��

Location | ���Â�ß�×�Ø�å���Ø�Ø�ç 
Architect |  Grimshaw Architects & Carr Interiors 
Builder | Mirvac Group

�Ç�Ô�×�Ô�â® Brass  represents 

understated strength and 

timeless appeal. Crafted from 

solid architectural grade brass, 

this nosing balances durability 

�ê�Ü�ç�Û���å�Ø���á�Ø�×���Ô�Ø�æ�ç�Û�Ø�ç�Ü�Ö�æ�Ÿ���à�Ô�Þ�Ü�á�Ú��

it equally at home in heritage 

settings or contemporary 

schemes where a subtle but 

�ã�å�Ø�à�Ü�è�à�����á�Ü�æ�Û���Ü�æ���×�Ø�æ�Ü�å�Ø�×�¡���Â�é�Ø�å��

time, the brass develops a natural 

patina that deepens its character, 

offering architects and designers 

a material that is both enduring 

and expressive.

Product Code 230211

Mean Dry Luminance (LRV) 57.99

Mean Wet Luminance (LRV) 62.31

Recommended Rebate (W x D) 52 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¨���Ì�Ø�Ô�å�æ
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* Pictured  230212

Tadao ® Brass Striped 50 x 3mm

Luminous 
Contrast 

Requirement
30%

50

3

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å

Tadao ® Brass Striped 10 x 50mm

Luminous 
Contrast 

Requirement
30%

* Pictured  230112

50

10
3

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿��

Location | 242 Exhibition Street 
Architect | Architectus 
Builder | Hunter Mason

Product Code 230112

Mean Dry Luminance (LRV) 58.74

Mean Wet Luminance (LRV) 63.17

Recommended Rebate (W x D) 48 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P4

Product Warranty �¨���Ì�Ø�Ô�å�æ

Product Code 230212

Mean Dry Luminance (LRV) 58.74

Mean Wet Luminance (LRV) 63.17

Recommended Rebate (W x D) 52 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P4

Product Warranty �¨���Ì�Ø�Ô�å�æ
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Product Code 231111 231121 231141 231151

Anodised Nosing Colour Silver Black Champagne �»�Ø�å�Ü�ç�Ô�Ú�Ø

Mean Dry Luminance (LRV) 40.19 2.22 12.26 4.60

Mean Wet Luminance (LRV) 39.43 2.22 11.75 4.13

Recommended Rebate (W x D) 48 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¨���Ì�Ø�Ô�å�æ

Product Code 231211 231221 231241 231251

Anodised Nosing Colour Silver Black Champagne �»�Ø�å�Ü�ç�Ô�Ú�Ø

Mean Dry Luminance (LRV) 40.19 2.22 12.26 4.60

Mean Wet Luminance (LRV) 39.43 2.22 11.75 4.13

Recommended Rebate (W x D) 52 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Product Warranty �¨���Ì�Ø�Ô�å�æ

Tadao ® Aluminium Corrugated 10 x 50mm

Tadao ® Aluminium  Corrugated 50 x 3mm

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%

* Pictured  231111

* Pictured  231211

5.2 
Tadao ®

Aluminium

50

10
3

50

3

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿��

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å��

Location |  Vic Pride 
Architect |  Grant Amon Architects (GAA), Brearley                               
      Architects and Urbanists (BAU) 
Builder | Hansen Yuncken

The �Ç�Ô�×�Ô�â® Aluminium  stair 

nosing is manufactured from 

premium 6063 T6 tempered 

�Ô�ß�è�à�Ü�á�Ü�è�à���Ô�á�×�����á�Ü�æ�Û�Ø�×���Ü�á���Ù�â�è�å��

�æ�ç�Ô�á�×�Ô�å�×���Ô�á�â�×�Ü�æ�Ø�×���Ö�â�ß�â�è�å�æ�­��

Silver, Black, Champagne, and 

�»�Ø�å�Ü�ç�Ô�Ú�Ø�¡���¹�â�å���ã�å�â�Ý�Ø�Ö�ç�æ���å�Ø�ä�è�Ü�å�Ü�á�Ú��

distinctive expression, additional 

custom anodised colours are also 

available.

�Ç�Ô�×�Ô�â® Aluminium  is offered 

in both corrugated and striped 

extrusions, with options for 

recessed or surface mounted 

installation. This adaptability, 

combined with its minimalist 

form, makes �Ç�Ô�×�Ô�â® Aluminium a 

popular choice for large scale and 

�Û�Ü�Ú�Û���ç�å�Ô�Ù���Ö���Ø�á�é�Ü�å�â�á�à�Ø�á�ç�æ���ê�Û�Ø�å�Ø��

safety, compliance, and design 

integration are paramount.

Champagne

Champagne

Heritage

Heritage

Silver

Silver

Black

Black

Custom

Custom
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* Pictured  321222

Tadao ® Aluminium Striped 50 x 3mm

Luminous 
Contrast 

Requirement
30%

50

3

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å

Tadao ® Aluminium Striped 10 x 50mm

Luminous 
Contrast 

Requirement
30%

* Pictured  231122

50

10
3

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿��

Location | VACC Headquarters 
Architect | Gray Puksand 
Builder | Hacer Group

Product Code 231112 231122 231142 231152

Anodised Nosing Colour Silver Black Champagne �»�Ø�å�Ü�ç�Ô�Ú�Ø

Mean Dry Luminance (LRV) 50.38 3.33 15.9 6.70

Mean Wet Luminance (LRV) 48.73 3.31 15.3 6.00

Recommended Rebate (W x D) 48 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P4

Product Warranty �¨���Ì�Ø�Ô�å�æ

Product Code 231212 231222 231242 231252

Anodised Nosing Colour Silver Black Champagne �»�Ø�å�Ü�ç�Ô�Ú�Ø

Mean Dry Luminance (LRV) 50.38 3.33 15.9 6.70

Mean Wet Luminance (LRV) 48.73 3.31 15.3 6.00

Recommended Rebate (W x D) 52 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P4

Product Warranty �¨���Ì�Ø�Ô�å�æ

Champagne

Champagne

Heritage

Heritage

Silver

Silver

Black

Black

Custom

Custom
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5.3 
Tadao

Carbtech

The �Ç�Ô�×�Ô�â®���¶�Ô�å�Õ�ç�Ø�Ö�Û® stair 

nosing combines the strength of 

�Ô���©�£�©�¦���Ç�©���Ô�ß�è�à�Ü�á�Ü�è�à���ã�å�â���ß�Ø���ê�Ü�ç�Û��

a premium silicon carbide tape 

insert, engineered for outstanding 

resilience and long term slip 

resistance. 

Available in a core range of 

���é�Ø���Ö�ß�Ô�æ�æ�Ü�Ö���Ö�â�ß�â�è�å�æ�Ÿ���ç�Û�Ø���Ü�á�æ�Ø�å�ç�æ��

deliver effective contrast for 

compliance while maintaining 

�Ô���å�Ø���á�Ø�×�Ÿ���à�Ü�á�Ü�à�Ô�ß�Ü�æ�ç�����á�Ü�æ�Û�¡���Ç�Û�Ø��

�ã�å�â���ß�Ø���Ü�æ���×�Ø�æ�Ü�Ú�á�Ø�×���Ù�â�å���Ö�â�á�Ö�Ø�Ô�ß�Ø�×��

���ë�Ü�á�Ú���ê�Û�Ø�å�Ø���ã�â�æ�æ�Ü�Õ�ß�Ø�Ÿ���Ø�á�æ�è�å�Ü�á�Ú��

a seamless, uninterrupted 

appearance that enhances both 

safety and design intent.

Silver Nosing 232111 232113 232114 232115 232116 232117 232118 232119

Black Nosing 232121 232123 232124 232125 232126 232127 232128 232129

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�êLuminous

Mean Dry Luminance 4.30 24.82 58.22 7.27 12.79 23.20 43.26 62.72

Mean Wet Luminance 2.91 24.53 56.72 5.08 11.88 22.11 42.29 59.77

Recommended Rebate (W x D) 52 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 3 years

Silver Nosing 232211 232213 232214 232215 232216 232217 232218 232219

Black Nosing 232221 232223 232224 232225 232226 232227 232228 232229

�¼�á�æ�Ø�å�ç���Â�ã�ç�Ü�â�á Black Grey White Blue Red �Â�å�Ô�á�Ú�Ø �Ì�Ø�ß�ß�â�êLuminous

Mean Dry Luminance 4.30 24.82 58.22 7.27 12.79 23.20 43.26 62.72

Mean Wet Luminance 2.91 24.53 56.72 5.08 11.88 22.11 42.29 59.77

Recommended Rebate (W x D) 52 x 4mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 3 years

Tadao ® Carbtech ® 10 x 54mm

Tadao ® Carbtech ® 27 x 54mm

* Pictured  232118

* Pictured  232211

54
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3
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Grey

Grey

Black

Black

White

White

Orange

Orange

Blue

Blue

Red

Red

Yellow

Yellow

Luminous

Luminous

54

27

3

50

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿��

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿

Location | Yarra Ranges Council 
Architect | H2o Architects 
Builder | Johns Lyng Group

Luminous 
Contrast 

Requirement

Luminous 
Contrast 

Requirement

30%

30%
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6.0 
Carbtech ®

�¶�Ô�å�Õ�ç�Ø�Ö�Û® is a silicon carbide 

based product, with a metal 

backing that provides a durable, 

ready to install, anti slip surface. 

These �¶�Ô�å�Õ�ç�Ø�Ö�Û® products 

can be applied on slippery or 

hazardous areas to help provide 

���å�à���Ù�â�â�ç�Ü�á�Ú�¡���¸�Ù�Ù�Ø�Ö�ç�Ü�é�Ø���Ô�ã�ã�ß�Ü�Ö�Ô�ç�Ü�â�á��

of the �¶�Ô�å�Õ�ç�Ø�Ö�Û® range can 

reduce exposure to trips and falls, 

limiting the most common form of 

�ê�â�å�Þ�ã�ß�Ô�Ö�Ø���Ü�á�Ý�è�å�ì�¡���Ç�Û�Ü�æ���Û�Ü�Ú�Û�Ø�å���ß�Ø�é�Ø�ß��

of safety provides a reduction in 

�ß�â�æ�æ���â�Ù���ç�Ü�à�Ø���Ü�á�Ý�è�å�Ü�Ø�æ�¡��

252211 252213 252214 252218

Colour Black Grey White �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 4.94 41.44 58.22 48.44

Mean Wet Luminance 3.94 39.62 56.72 47.78

Recommended Rebate (W x D) 52 x 3mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

252311 252313 252314 252318

Colour Black Grey White �Ì�Ø�ß�ß�â�ê

Mean Dry Luminance 4.94 41.44 58.22 48.44

Mean Wet Luminance 3.94 39.62 56.72 47.78

Recommended Rebate (W x D) 52 x 3mm

�Æ�ß�Ü�ã���Å�Ø�æ�Ü�æ�ç�Ô�á�Ö�Ø���¶�ß�Ô�æ�æ�Ü���Ö�Ô�ç�Ü�â�á P5

Warranty 10 years

Carbtech ® 50 x 10mm

Carbtech ® 75 x 10mm

* Pictured  252218

* Pictured  252314

50

75

10

10

3

3

Grey

Grey

Black

Black

White

White

Yellow

Yellow

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�»�¸�¶�¾�¸�Å���Ã�¿�´�Ç�¸���ï���¸�Ë�Ã�´�Á�·�¸�·���À�¸�Æ�»

SUBSTRATES
�Æ�Ç�Â�Á�¸���ï���¶�¸�Å�´�À�¼�¶���ï���¶�Â�Á�¶�Å�¸�Ç�¸���ï���À�´�Æ�Â�Á�Å�Ì���ï���Ç�¼�À�µ�¸�Å���ï���É�¼�Á�Ì�¿���ï���¶�»�¸�¶�¾�¸�Å���Ã�¿�´�Ç�¸���ï���¸�Ë�Ã�´�Á�·�¸�·���À�¸�Æ�»

Location | Flemington Racecourse - Victorian Racing Club   
Builder | Jacaranda Industries
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The lasting performance of any stair nosing 

is only as good as its installation. Proper 

installation ensures the nosing achieves the 

required compliance and that it continues 

to do so for the duration of its life. Poor 

installation often leads to non-compliance, 

and may even create a new or future 

hazard.

For professional installations please contact 

Korb to obtain a referral to an experienced 

and trained member of our preferred 

installer network. By using a preferred 

installer, with appropriate oversight from 

our design group, we ensure our products 

are installed to achieve the quality and 

longevity our clients have come to expect.

Self-installation is an option for most Korb 

products. For the installation of Korb stair 

nosing the following information and 

methodologies should be applied.

Substrate and Nosing Preparation

Prior to installation, all stair treads must 

be clean, dry and free of dust or grease. 

Any existing damage to the tread should 

�Õ�Ø���å�Ø�Ö�ç�Ü���Ø�×���ã�å�Ü�â�å���ç�â���á�â�æ�Ü�á�Ú���Ü�á�æ�ç�Ô�ß�ß�Ô�ç�Ü�â�á�¡��

To ensure a strong adhesive bond, 

both the substrate and the back of the 

nosing should be wiped thoroughly with 

methylated spirits.

Mark Out

�Ê�Û�Ø�á���á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø�æ���×�â���á�â�ç���Ø�ë�ç�Ø�á�×���ç�Û�Ø���Ù�è�ß�ß��

width of the stair tread, use a spacer or 

straight edge placed along one edge of the 

stairway (use a wall if present) to ensure 

all nosing is uniform and offset an equal 

distance from each edge of the stairway.

Vinyl & Carpet Tile

When stair nosing is installed on vinyl or 

carpet tiles it is often essential that the 

�á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø���Ø�ë�ç�Ø�á�×�æ���ç�Û�Ø���Ù�è�ß�ß���ê�Ü�×�ç�Û���â�Ù���ç�Û�Ø��

�ç�å�Ø�Ô�×�¡���Ç�Û�Ü�æ���Ö�Ô�á���Ö�â�á�Ö�Ø�Ô�ß���Ô�á�ì���è�á�æ�Ü�Ú�Û�ç�ß�ì���Ý�â�Ü�á�æ��

between the vinyl or carpet tile at the apex 

of the riser and tread of the stairway.

�Å�Ø�Ö�Ø�æ�æ�Ø�×���Ã�å�â���ß�Ø�æ

Whilst it is usually possible to provide a 

rebate into an existing stair tread substrate, 

it is often preferred that any rebate be 

pre-cut prior to installation of the tread. 

With this in mind it is necessary to select 

�ç�Û�Ø���á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø���ã�å�Ü�â�å���ç�â���ç�Û�Ø���ã�å�Ø�ã�Ô�å�Ô�ç�Ü�â�á���â�Ù��

any rebate.

Installation 7.0
Installation

7
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Stair Nosing Fixing

The stair tread substrate and selected 

�á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø���ê�Ü�ß�ß���â�Ù�ç�Ø�á���×�Ü�Ö�ç�Ô�ç�Ø���ç�Û�Ø��

�ã�å�Ø�Ù�Ø�å�å�Ø�×�����ë�Ü�á�Ú���ç�ì�ã�Ø�Ÿ���Õ�è�ç���â�á���â�ç�Û�Ø�å��

occasions this decision may be less critical. 

�Ç�Û�Ø���à�Ô�Ü�á���à�Ø�ç�Û�â�×�æ���â�Ù�����ë�Ü�á�Ú���Ô�å�Ø�­��

 � Adhesive

 � Mechanical

 � Mechanical Saddle Clips

 � Combination 

�Â�á���æ�â�à�Ø���Ü�á�æ�ç�Ô�ß�ß�Ô�ç�Ü�â�á�æ���Ô�á���Ô�×�Û�Ø�æ�Ü�é�Ø���â�å���Ô��

�à�Ø�Ö�Û�Ô�á�Ü�Ö�Ô�ß�����ë�Ü�á�Ú���à�Ô�ì���Õ�Ø���Ô�Ö�Ö�Ø�ã�ç�Ô�Õ�ß�Ø�¡��

�Â�á���â�ç�Û�Ø�å�æ�Ÿ���Ô���Ö�â�à�Õ�Ü�á�Ô�ç�Ü�â�á���â�Ù���ç�Û�Ø���ç�ê�â���à�Ô�ì��

provide the best option. Correct application 

of these considerations will allow the 

proper installation of your Korb stair nosing, 

�Ô�á�×���Ø�á�æ�è�å�Ø���ç�Û�Ø���ã�å�â�×�è�Ö�ç���Ü�æ�����ç���Ù�â�å���ã�è�å�ã�â�æ�Ø��

throughout its use. 

The following guide details consideration 

and requirements relating to the installation 

�â�Ù���æ�ç�Ô�Ü�å���á�â�æ�Ü�á�Ú���Ù�â�å���Ô���é�Ô�å�Ü�Ø�ç�ì���â�Ù�����ë�Ü�á�Ú���ç�ì�ã�Ø�æ�¡

7.1
Stair Nose Fixing

Fixing Method

Adhesive

Advantages

 � Ease of installation.

 � �Á�â���è�á�æ�Ü�Ú�Û�ç�ß�ì�¢�Ö�â�å�å�â�×�Ü�á�Ú���æ�Ö�å�Ø�ê�����ë�Ü�á�Ú�æ�¡

�·�Ü�æ�Ô�×�é�Ô�á�ç�Ô�Ú�Ø�æ

Area required to be cordoned off until 

adhesives have cured.

Untrained installers may fail to adequately 

clean the substrate and nosing or the 

incorrect adhesive may be used, either 

of which could lead to the nosing not 

adhering correctly.

Tool Requirements  

Korb’s recommended polymer adhesive, 

clean cloth, methylated spirits, tape 

measure, clean release masking tape, utility 

knife and safety management equipment. 

Installation

1. Complete “Substrate and Nosing 

�Ã�å�Ø�ã�Ô�å�Ô�ç�Ü�â�á�á���Ô�æ���×�Ø���á�Ø�×���ã�å�Ø�é�Ü�â�è�æ�ß�ì�¡��

�›�¼�À�Ã�Â�Å�Ç�´�Á�Ç�œ

2. �¶�â�à�ã�ß�Ø�ç�Ø���à�À�Ô�å�Þ���Â�è�ç�á���Ô�æ���×�Ø���á�Ø�×��

previously.

3.      Apply Bostik adhesive (ISR70-05)

generously to the underside of the 

nosing in a wave formation. 

4. Align the nosing and place it over 

the tread applying uniform pressure 

to disperse the adhesive under the 

tread.     

5. Use clean release masking tape to 

support the nosing in place for at 

least 24 hours whilst the adhesive 

cures.     

6. Excess adhesive should be removed 

by wiping with a clean dry cloth. If 

persistent, use methylated spirits 

or alternatively, wait until dry and 

remove with a utility knife.

7. Repeat procedure down the 

staircase. 

Note   Do not walk on the nosing  

whilst curing as it may move or adhesive 

�à�Ô�ì���Õ�ß�Ø�Ø�×���â�è�ç���ç�Û�Ø���æ�Ü�×�Ø�æ���â�Ù���ç�Û�Ø���ã�å�â���ß�Ø�Ÿ��

making the workmanship look unsightly.

7.2 
Fixing Methodology 

Concrete, Stone, Ceramic, Masonry, Timber and Checker Plate

Image 1-Adhesive Fix: ���Æ�è�å�Ù�Ô�Ö�Ø�����ë�Ü�á�Ú���ç�â��

solid substrate.

�´�´�¿�Ç�Â���ï���É�¸�Á�Ç�È�Å�¼���ï���Ç�´�·�´�Â���ï���¶�´�Å�µ�Ç�¸�¶�»
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Fixing Method

Combination of Adhesive and Mechanical

Also applicable for 

Concrete, Stone, Ceramic, Masonry, Timber, 

Metal 

 

Advantages

 � ���Ã�å�â�é�Ü�×�Ø�æ���à�Ô�ë�Ü�à�è�à���Ú�å�Ü�ã�¡���¼�×�Ø�Ô�ß�����ë�Ü�á�Ú��

method for old, porous, brittle or 

uneven substrates. 

�·�Ü�æ�Ô�×�é�Ô�á�ç�Ô�Ú�Ø�æ

 �  Time consuming

 �  Risk of potentially damaging substrate 

edge (Concrete or Stone Paving)

Tool Requirements

Korb’s recommended polymer adhesive, 

clean cloth, methylated spirits, tape 

measure, appropriate drill & drill bit for 

�æ�è�Õ�æ�ç�å�Ô�ç�Ø�Ÿ���Ô�ã�ã�å�â�ã�å�Ü�Ô�ç�Ø�����ë�Ü�á�Ú�æ���Ù�â�å���æ�è�Õ�æ�ç�å�Ô�ç�Ø�Ÿ��

utility knife and safety management 

equipment.

Installation

1.  Complete “Substrate and Nosing 

�Ã�å�Ø�ã�Ô�å�Ô�ç�Ü�â�á�á���Ô�æ���×�Ø���á�Ø�×���ã�å�Ø�é�Ü�â�è�æ�ß�ì�¡��

�›�¼�À�Ã�Â�Å�Ç�´�Á�Ç�œ

2. ���¶�â�à�ã�ß�Ø�ç�Ø���à�À�Ô�å�Þ���Â�è�ç�á���Ô�æ���ã�å�Ø�é�Ü�â�è�æ�ß�ì��

�×�Ø���á�Ø�×�¡

3. Align the nosing in position on the 

tread. Drill through the existing pre-

drilled countersunk holes.   

4. Depending on the substrate, select 

�ç�Û�Ø���Ô�ã�ã�å�â�ã�å�Ü�Ô�ç�Ø���á�Ø�ë�ç���æ�ç�Ø�ã���Õ�Ø�ß�â�ê�­��������

a. �¶�â�á�Ö�å�Ø�ç�Ø�Ÿ���Æ�ç�â�á�Ø���™���À�Ô�æ�â�á�å�ì�­��

�»�Ô�à�à�Ø�å���×�å�Ü�ß�ß���ê�Ü�ç�Û���©�à�à���à�Ô�æ�â�á�å�ì��

drill bit. When impact drilling close 

to the riser use caution as the 

substrate may crack or shear 

away.

b. �Ç�Ü�à�Õ�Ø�å�­���Ê�Û�Ø�á���à�Ø�Ö�Û�Ô�á�Ü�Ö�Ô�ß�ß�ì�����ë�Ü�á�Ú����

 into timber it is recommended to  

 drill a pilot hole with a smaller drill  

 bit prior to fastening with self  

tapping screw.

c. �À�Ø�ç�Ô�ß�­���Ê�Û�Ø�á���à�Ø�Ö�Û�Ô�á�Ü�Ö�Ô�ß�ß�ì�����ë�Ü�á�Ú����

 into metal it is recommended to  

 drill a pilot hole prior to fastening 

with an 8 gauge countersunk self 

tapping metal screw.

d. �¶�Ô�å�ã�Ø�ç���Ç�Ü�ß�Ø���™���É�Ü�á�ì�ß�­���Å�Ø�ä�è�Ü�å�Ø�æ���ç�Û�Ø��

existing substrate to be cut back. 

This allows for the nosing to sit on 

the edge of the tread and fasten 

directly into the substrate. Allow 

the carpet tile or vinyl running 

up the riser to tuck in behind the 

�ç�è�å�á�×�â�ê�á���â�Ù���ç�Û�Ø���á�â�æ�Ü�á�Ú���ã�å�â���ß�Ø�¡��

(Refer to Image 2b)    

5. �Â�á�Ö�Ø���×�å�Ü�ß�ß�Ü�á�Ú���Ü�æ���Ö�â�à�ã�ß�Ø�ç�Ø�Ÿ���æ�Ö�å�Ø�ê��

���ë���á�â�æ�Ü�á�Ú���Ü�á�ç�â���æ�è�Õ�æ�ç�å�Ô�ç�Ø�Ÿ���ê�Û�Ø�å�Ø��

applicable insert red wall plug 6mm x 

25mm plastic anchor.

6.  Apply Bostik adhesive (ISR70-05)

generously to the underside of the 

nosing in a wave formation. 

7. Align the nosing and place it over the 

tread applying uniform pressure to 

disperse the adhesive.     

8. Using the appropriate 40mm 8 

�Ú�Ô�è�Ú�Ø���Ö�â�è�á�ç�Ø�å�æ�è�á�Þ���æ�Ö�å�Ø�ê�æ�Ÿ�����ë���á�â�æ�Ü�á�Ú��

securely.

9. Venturi ® and the Tadao ® Carbtech  

require the inserts to be placed into 

the receiving aluminium nosing 

after the nosing has been securely 

fastened to the substrate. 

10. Do not walk on the nosing whilst 

curing as adhesive may bleed out 

�ç�Û�Ø���æ�Ü�×�Ø�æ���â�Ù���ç�Û�Ø���ã�å�â���ß�Ø�Ÿ���à�Ô�Þ�Ü�á�Ú���ç�Û�Ø��

workmanship look unsightly.

Image 2a-Combination of Adhesive 

and Mechanical: ���Æ�è�å�Ù�Ô�Ö�Ø�����ë�Ü�á�Ú���ç�â���æ�â�ß�Ü�×��

substrate.

Image 2b-Combination of Adhesive and 

Mechanical: ���Æ�è�Õ�æ�ç�å�Ô�ç�Ø���æ�è�å�Ù�Ô�Ö�Ø�����ë�Ü�á�Ú�Ÿ���ê�Ü�ç�Û��

carpet abutment on tread, and carpet 

�ç�è�Ö�Þ�Ø�×���è�á�×�Ø�å���â�á���å�Ü�æ�Ø�å�¡���Á�â�ç�Ø�­���´�ß�æ�â���Ô�ã�ã�ß�Ü�Ö�Ô�Õ�ß�Ø��

with vinyl abutment on tread.

Image 2c-Mechanical Fix:  Surface 

���ë�Ü�á�Ú���ç�â���æ�â�ß�Ü�×���æ�è�Õ�æ�ç�å�Ô�ç�Ø���ç�Û�å�â�è�Ú�Û���æ�è�å�Ù�Ô�Ö�Ø��

���á�Ü�æ�Û�¡���´�ã�ã�ß�Ü�Ö�Ô�Õ�ß�Ø���ê�Û�Ø�á���æ�è�å�Ù�Ô�Ö�Ø�����á�Ü�æ�Û���Ü�æ��

continuous vinyl over tread edge.

Fixing Method 

Mechanical

Advantages

 � ���¼�á�æ�ç�Ô�á�ç�ß�ì���ç�å�Ô�Ù���Ö�Ô�Õ�ß�Ø

�·�Ü�æ�Ô�×�é�Ô�á�ç�Ô�Ú�Ø�æ

 �  Risk of potentially damaging 

substrate edge (Concrete or Stone 

Paving)

�Ç�â�â�ß���Å�Ø�ä�è�Ü�å�Ø�à�Ø�á�ç�æ�­���Ç�Ô�ã�Ø���à�Ø�Ô�æ�è�å�Ø�Ÿ��

appropriate drill & drill bit for substrate, 

�Ô�ã�ã�å�â�ã�å�Ü�Ô�ç�Ø�����ë�Ü�á�Ú�æ���Ù�â�å���æ�è�Õ�æ�ç�å�Ô�ç�Ø�Ÿ���è�ç�Ü�ß�Ü�ç�ì��

knife, permanent marker pen & wad punch, 

and safety management equipment.

Installation

1. ���¶�â�à�ã�ß�Ø�ç�Ø���à�À�Ô�å�Þ���Â�è�ç�á���Ô�æ���ã�å�Ø�é�Ü�â�è�æ�ß�ì��

�×�Ø���á�Ø�×�¡

2. ���·�Ü�æ�ç�å�Ü�Õ�è�ç�Ø���á�â�æ�Ü�á�Ú���Ô�×�Ý�Ô�Ö�Ø�á�ç���ç�â���Ø�Ô�Ö�Û��

tread, working from the top of the 

stairway downward. 

3.  Determine whether the carpet is 

loop pile or cut pile. Typically cut pile 

carpet can be drilled through without 

harming the carpet, whereas loop pile 

can thread easily which damages 

the carpet. Where loop pile carpet is 

installed, use the existing pre-drilled 

countersunk holes within the nosing 

to reveal where the stairway tread 

Fixing Method

Mechanical Saddle Clip

Advantages

 � ���¼�á�æ�ç�Ô�á�ç�ß�ì���ç�å�Ô�Ù���Ö�Ô�Õ�ß�Ø

�·�Ü�æ�Ô�×�é�Ô�á�ç�Ô�Ú�Ø�æ

 �  Requires additional saddle clips that 

must be aligned with grating bar gaps

Tool Requirements

Tape measure, screws & nyloc nuts, saddle 

clips, safety management equipment.

Installation

1.  Conduct a stair inspection prior to 

commencing works and determine 

the distance and intervals between 

needs to be drilled to allow for the 

�à�Ø�Ö�Û�Ô�á�Ü�Ö�Ô�ß�����ë�Ü�á�Ú�æ���Ô�á�×���à�Ô�å�Þ���ç�Û�Ø��

carpet with a permanent marker pen. 

Remove nosing and using a wad 

punch, remove the circular sections 

of carpet indicated by the permanent 

�à�Ô�å�Þ�Ø�å���ê�Û�Ø�å�Ø���ç�Û�Ø�����ë�Ü�á�Ú�æ���Ô�å�Ø���å�Ø�ä�è�Ü�å�Ø�×�¡

4. Drill into tread substrate using the 

existing pre-drilled countersunk 

holes in the nosing as a template 

to determine where the stairway 

�ç�å�Ø�Ô�×���á�Ø�Ø�×�æ���ç�â���Õ�Ø���×�å�Ü�ß�ß�Ø�×�¡���Ç�Û�Ø���ã�å�â���ß�Ø��

supplied will be pre-drilled and 

countersunk along two grooves 

running along its length. Ensure all 

�Ô�å�Ø���×�å�Ü�ß�ß�Ø�×���Ô�á�×���à�Ø�Ö�Û�Ô�á�Ü�Ö�Ô�ß�ß�ì�����ë�Ø�×��

to remove any potential rocking 

movement.     

5. �Â�á�Ö�Ø���×�å�Ü�ß�ß�Ü�á�Ú���Ü�æ���Ö�â�à�ã�ß�Ø�ç�Ø�Ÿ���å�Ø�à�â�é�Ø��

�ã�å�â���ß�Ø���Ô�á�×���Ö�ß�Ø�Ô�á���æ�è�Õ�æ�ç�å�Ô�ç�Ø���Ô�á�×��

�ã�å�â���ß�Ø���è�á�ç�Ü�ß���ç�Û�Ø�ì���Ô�å�Ø���Ù�å�Ø�Ø���â�Ù���×�è�æ�ç���Ô�á�×��

debris. If required insert red wall plug 

6mm x 25mm plastic anchor.     

6. Venturi® Polymer and the Tadao® 

Carbtech require the inserts to be 

placed into the receiving aluminium 

nosing after the nosing has been 

securely fastened to the substrate. 

Place the insert into the receiving 

nosing. With Venturi® Polymer and 

Tadao® Carbtech cut off any excess 

insert at either side.

the countersunk drill holes, ensuring 

they are centrally located between 

�ç�Û�Ø���Ú�å�Ô�ç�Ü�á�Ú���Õ�Ô�å�æ�¡���»�â�ß�Ø�æ���Ö�Ô�á���Õ�Ø���×�å�Ü�ß�ß�Ø�×��

on site to suit or pre-drilled prior to 

dispatch.

2.  Fix nosing using countersunk metal 

thread screw through open mesh into    

the receiving saddle clip placed to the 

underside of the mesh and tighten 

using nyloc nut until secure.

3.  Countersunk metal thread screw 

�ß�Ø�á�Ú�ç�Û���à�è�æ�ç���æ�è�Ü�ç���â�ã�Ø�á���à�Ø�æ�Û�����â�â�å�Ü�á�Ú��

depth.

4. Venturi® Polymer stair nosing requires 

the insert to be placed into the nosing 

after it has been securely fastened. 

Cut off any excess insert at either side 

of the nosing.

Image 3b-Mechanical:  �É�Ø�á�ç�è�å�Ü® stair 

�á�â�æ�Ü�á�Ú���Ü�æ���æ�ã�Ø�Ö�Ü���Ö�Ô�ß�ß�ì���×�Ø�æ�Ü�Ú�á�Ø�×���ç�â���Ô�Ö�Û�Ü�Ø�é�Ø��

secure contact to the substrate through 

the carpet with underlay or broadloom 

carpet. This allows it to be applied post 

carpet installation, with disregard to 

compression of the underlay.

Image 3a-Mechanical:  When �´�Ô�ß�ç�â® stair 

�á�â�æ�Ü�á�Ú���Ü�æ�����ë�Ø�×���ç�â���Ö�Ô�å�ã�Ø�ç���ê�Ü�ç�Û���è�á�×�Ø�å�ß�Ô�ì���â�å��

broadloom carpet it is preferable to omit 

the underlay directly below the nosing to 

reduce the progressive compression of the 

carpet from loosening the fastenings over 

time.

Image 4b-Mechanical Saddle Clips: 

�¶�ß�Ô�à�ã�����ë���ç�Û�å�â�è�Ú�Û���à�Ø�æ�Û�¡��

Image 4a-Mechanical Saddle Clips: Select 

appropriate saddle clip and screws.

Carpet with Underlay or Broadloom Carpet

�Â�ã�Ø�á���À�Ø�æ�Û

7.2 
Fixing Methodology 

Vinyl and Carpet Tile

�´�´�¿�Ç�Â���Å�¸�¶�¸�Æ�Æ�¸�·���ï�� 
VENTURI CARPET TILE

�´�´�¿�Ç�Â���Å�¸�¶�¸�Æ�Æ�¸�·��

�É�¸�Á�Ç�È�Å�¼���¶�´�Å�Ã�¸�Ç���Ê�¼�Ç�»���È�Á�·�¸�Å�¿�´�Ì

�¶�´�Å�µ�Ç�¸�¶�»

�´�´�¿�Ç�Â���ï���É�¸�Á�Ç�È�Å�¼��

�´�´�¿�Ç�Â���ï���É�¸�Á�Ç�È�Å�¼��� ���Æ�È�Å�¹�´�¶�¸���À�Â�È�Á�Ç�¸�·
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�Ç�â���Ø�á�æ�è�å�Ø���â�ã�ç�Ü�à�Ô�ß���ã�Ø�å�Ù�â�å�à�Ô�á�Ö�Ø���Ü�æ���à�Ô�Ü�á�ç�Ô�Ü�á�Ø�×���¾�â�å�Õ���Æ�ç�Ô�Ü�å���Á�â�æ�Ü�á�Ú���æ�Û�â�è�ß�×���Õ�Ø���æ�è�Õ�Ý�Ø�Ö�ç���ç�â���Ô���ã�ß�Ô�á�á�Ø�×���Ö�ß�Ø�Ô�á�Ü�á�Ú���Ô�á�×���à�Ô�Ü�á�ç�Ø�á�Ô�á�Ö�Ø��

programme. This is essential to help maintain the visual appearance and to maximise the lifespan of the product. Without regular 

cleaning the build up of dirt could potentially compromise both the slip resistance and the visual contrast of the stair nosing rendering 

them ineffective.

Neutral, diluted detergents are the most effective method of removing stains and marks off the surface of Korb’s stair nosing, without 

�Ô�×�é�Ø�å�æ�Ø�ß�ì���Ô�Ù�Ù�Ø�Ö�ç�Ü�á�Ú���ç�Û�Ø���à�Ô�ç�Ø�å�Ü�Ô�ß�æ�¡���Ç�Û�Ø���å�Ø�Ö�â�à�à�Ø�á�×�Ø�×���Ö�ß�Ø�Ô�á�Ü�á�Ú���ã�å�â�Ö�Ø�æ�æ���Ü�æ���Ô�æ���Ù�â�ß�ß�â�ê�æ�­

Step 1 Sweep off excess dirt and debris with  

a soft to medium bristle broom.

Step 2 Stair nosing should only be cleaned with a  

diluted solution of mild soap, bleach  

and warm water.

Note   Avoid the use of harsh chemicals or 

abrasive solvent cleaning agents as these 

can scratch the surface or attack the Stair 

Nosing material.

Step 3 Rinse with clean water and dry with a  

lint-free cloth or sponge.

Note   Do not expose Stair Nosing to 

excessive abrasion or rubbing with a 

coarse material as it may leave unsightly 

scratches that are impossible to remove.

7.3
Cleaning & Maintenance

�Ç�Û�Ø�å�Ø���Ô�å�Ø���ã�å�â�ã�å�Ü�Ø�ç�Ô�å�ì���Ö�ß�Ø�Ô�á�Ü�á�Ú���Ô�Ú�Ø�á�ç�æ���æ�ã�Ø�Ö�Ü���Ö�Ô�ß�ß�ì���×�Ø�æ�Ü�Ú�á�Ø�×���Ù�â�å���ã�â�ß�ì�à�Ø�å�Ÿ���æ�ç�Ô�Ü�á�ß�Ø�æ�æ���æ�ç�Ø�Ø�ß�Ÿ���æ�ç�â�á�Ø���ã�Ô�é�Ø�å�æ���Ô�á�×���ã�â�å�Ö�Ø�ß�Ô�Ü�á���à�Ô�ç�Ø�å�Ü�Ô�ß�æ�¡���¼�Ù��

these agents are to be used it is important to verify the performance of the agents from the cleaning solution manufacturer. The 

products supplier should provide any instructions required for the use of their product. Korb Pty Ltd does not accept responsibility 

for the performance of any cleaning agent or for any potential damage caused by their use.

R
ed

uce

Recyc
le Repair

Reuse

100% of aluminium 
waste from Stair 
Nosing & Entry 
Matting is recycled

70% recycled content 
in the backing of our 
Rohre entry matting 
carpet insert

100% of polymer 
waste from TGSIs, 
Stair Nosing & Entry 
Matting is recycled

100% of our packaging 
is recyclable

100% recycled content 
paper products

5% recycled content 
in polymer TGSIs

Rethink

Fair Trade
Alignment with 
environmentally conscientious 
& fair trade organisations

Greenstar Rated
Adherence to 
Greenstar Rating 
on numerous projects

Indigenous engagement
Dedicated to engaging with 
Indigenous communities in 
a meaningful way.

Committed to Local
70% of our products sold 
are Australian Made

7.3
Sustainability & Ethics



Our Product RangeTactile Indicators

Stair Nosing

Bike Racks

Skate Deterrents

Bollards

Speed Humps

Entrance Matting

At Korb we seek to provide solutions to all your accessibility  
needs. Whether it’s improving accessibility for the disabled and 

safe access for all, or excluding accessibility from nuisance 
activity or unsafe practices we will customise our solutions to 

address your requirements.
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�Á�´�Ç�¼�Â�Á�´�¿���›�»�Ø�Ô�×���Â�Ù���Ö�Ø�œ 
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E info@korb.au

MELBOURNE 
17 Anderson Road, 
Thornbury VIC 3071 
T +61 3 8506 0106 
E melbourne@korb.au 

�´�·�¸�¿�´�¼�·�¸ 
71 Maria Street, 
Thebarton SA 5031 
T +61 8 7081 9811 
E adelaide@korb.au

PERTH 
U4/4 McNeece Place, 
�Â�Þ�¶�â�á�á�Ø�å���Ê�´���©�¤�©�¦ 
T +61 8 6119 3795 
E perth@korb.au


